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Company Name (Bidder) 

 

PROPOSAL 
 
TO THE CITY COUNCIL OF THE CITY OF ORANGE: 
 
In compliance with the notice inviting bids, plans, specifications and other contract documents for the construction of 
Bid No. 21-22.30; SP-4209 Painting and Carpet Replacement at Various Fire Stations, the undersigned has 
carefully examined:  the location of the proposed work, character, quality and quantity of work to be performed, 
conditions to be encountered, materials to be furnished and as to the requirements of the plans, specifications and other 
contract documents; agrees that submission of a proposal shall be considered prima facie evidence that the bidder has 
made such examination; and proposes to furnish all labor, materials, tools, and equipment necessary to complete the 
work in accordance with said plans, specifications and other contract documents at the following unit or lump sum 
prices set forth in the schedule. 
 
If awarded the contract, the undersigned agrees to commence the work on under the contract within ten (10) days the 
date of issuance by City of Orange of a Notice to Proceed, and complete said work for Project SP-4209, within Thirty 
(30) calendar days from the first day of commencement of such work unless legal extension is granted in accordance 
with the terms set forth in the specifications. 
 
The undersigned agrees that the foregoing estimate of quantities of work to be done and materials to be furnished are 
approximate only, being given as basis for the comparison of bids. 
 
The undersigned agrees that the City will not be held responsible if any of the approximate quantities shown in the 
foregoing proposal shall be found incorrect, and shall not make any claim for damages or for loss of profits because 
of a difference between the quantities of the various classes of work as estimated and the work actually done.  If any 
error, omission or mis-statement shall be discovered in the estimated quantities, it shall not invalidate this contract or 
release the undersigned from the execution and completion of the whole or part of the work herein specified, in 
accordance with the specifications and the plans herein mentioned and the prices herein agreed upon and fixed 
therefore, or excuse him from any of the obligations or liabilities hereunder, or entitle him to any damages or 
compensation otherwise than as provided for in this contract. 
 
The undersigned agrees that the City shall have the right to increase or decrease the quantity of any bid item or portion 
of the work or to omit portions of the work as may be deemed necessary or expedient, and that the payment for 
incidental items of work not separately provided in the proposal shall be considered included in the price bid for other 
various items of work. 
 
Accompanying this proposal is     ($ ) 
 
NOTICE:  Insert the words "Cash", "Certified Check", or "Bidder's Bond", as the case may be, in an amount equal to 
at least 10 percent of the total bid price, payable to the City of Orange to guarantee that the bidder will, if awarded the 
contract, promptly execute such contract in accordance with the proposal and in the manner and form required by the 
contract documents, and will furnish good and sufficient bonds for the faithful performance of the same. 
 
The undersigned deposits the above named security as a proposal guaranty and agrees that it shall be forfeited to the 
City of Orange as liquidated damages in case this proposal is withdrawn by the undersigned and the undersigned shall 
fail to execute a contract for doing said work and to furnish good and sufficient bonds in the form set forth in the 
specifications and contract documents of the City, with surety satisfactory to the City within 15 days after the bidder 
has received written notice of the award of the contract; otherwise, said security shall be returned to the undersigned. 
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Bidder hereby declares in writing, under penalty of perjury that all employees who will be performing labor, 
maintenance, delivery, installation or repair, will be those who are legally entitled to live and work in the United 
States.  Further, the bidder as employer agrees to provide documentary proof of such eligibility (when requested by 
the City of any other authorized entity or agency). 
 
Bids are to be submitted for the entire work. The amount of the bid for comparison purposes will be the total of all items.  
The bidder shall set forth for each unit basis item of work a unit price and a total for the item, and for each lump sum 
item a total for the item, all in clearly legible figures in the respective spaces provided for that purpose.  In the case of 
unit basis items, the amount set forth under the "Item Total" column shall be the product of the unit price bid and the 
estimated quantity for the item.  In case of discrepancy between the unit price and the total set forth for a unit basis item, 
the unit price shall prevail, except as provided in (a) or (b), as follows: 
 
(a) If the amount set forth as a unit price is unreadable or otherwise unclear, or is omitted, or is the same as the 
amount as the entry in the item total column, then the amount set forth in the item total column for the item shall prevail 
and shall be divided by the estimated quantity for the item and the price thus obtained shall be the unit price; 
 
(b) (Decimal Errors) If the product of the entered unit price and the estimated quantity is exactly off by a factor of 
ten, one hundred, etc., or one-tenth, or one-hundredth, etc. from the entered total, the discrepancy will be resolved by 
using the entered unit price or item total, whichever most closely approximates percentage wise the unit price or item 
total in the City of Orange Final Estimate of cost. 
 
If both the unit price and the item total are unreadable or otherwise unclear, or are omitted, the bid may be deemed 
irregular.  Likewise if the item total for a lump sum item is unreadable or otherwise unclear, or is omitted, the bid may 
be deemed irregular unless the project being bid has only a single item and a clear, readable total bid is provided. 
 
Symbols such as commas and dollar signs will be ignored and have no mathematical significance in establishing any 
unit price or item total or lump sums.  Written unit prices, item totals and lump sums will be interpreted according to 
the number of digits and, if applicable, decimal placement.  Cents symbols also have no significance in establishing 
any unit price or item total since all figures are assumed to be expressed in dollars and/or decimal fractions of a dollar.  
Bids on lump sum items shall be item totals only; if any unit price for a lump sum item is included in a bid and it 
differs from the item total, the items total shall prevail. 
 
The foregoing provisions for the resolution of specific irregularities cannot be so comprehensive as to cover every 
omission, inconsistency, error or other irregularity which may occur in a bid. Any situation not specifically provided for 
will be determined in the discretion of the City of Orange, and that discretion will be exercised in the manner deemed by 
the City of Orange, to best protect the public interest in the prompt and economical completion of the work.  The decision 
of the City of Orange respecting the amount of a bid, or the existence or treatment of an irregularity in a bid, shall be 
final. 
 



PROPOSAL SCHEDULE 
Painting and Carpet Replacement at Various Fire Stations  

(Bid No. 21-22.30; SP-4209) 
 

ITEM 
NO. QUANTITY   UNIT PRICE  

TO BE WRITTEN IN WORDS   UNIT PRICE   TOTAL 
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1  1 LS  Fire Station 3 Paint Exterior Inclusive of 
all Walls, Fascia, Soffit, Gutters, Frames, 
and Pipes, to provide a turnkey solution 
with Dunn Edwards Premium Latex 
Spartashield System (or approved equal), 
per Technical Specifications Including all 
Concrete, Clay-Masonry, CMU, Steel, 
Galvanized Metal, Aluminum, Wood 
Substrates. 

     

          
        dollars     
     and   cents       

            
2  1 LS  Fire Station 6  Paint Interior Inclusive of 

all Walls, Ceilings, Frames, Fascia, and 
Pipes, to provide a turnkey solution with 
Dunn Edwards Premium Latex 
Spartashield System (or approved equal), 
per Technical Specifications Including all 
Concrete, Clay-Masonry, CMU, Steel, 
Galvanized Metal, Aluminum, Wood 
Substrates. 

     

          
        dollars     
     and   cents       

            
3  2250 SF  Fire Station 6 Remove and Replace Carpet 

to Provide a Turnkey Solution with 
Patcraft Futura I0380 Atomic 00590 and 
Black 4" Rubber Base Cove. 

     

          
        dollars     
     and   cents       

4  2050 SF  Fire Station 7 Remove and Replace Carpet 
to Provide a Turnkey Solution with 
Patcraft Futura I0380 Atomic 00590 and 
Black 4" Rubber Base Cove. 

     

          

        dollars     
     and   cents       

            

      

 
 
 
 
 
        



PROPOSAL SCHEDULE 
Painting and Carpet Replacement at Various Fire Stations  

(Bid No. 21-22.30; SP-4209) 
 

ITEM 
NO. QUANTITY   UNIT PRICE  

TO BE WRITTEN IN WORDS   UNIT PRICE   TOTAL 
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TOTAL BID AMOUNT  

            
            

  TOTAL BID AMOUNT WRITTEN IN WORDS:    

            
            
                      

 
LEGEND OF UNITS 
 
LF= linear feet   SF= square feet 
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INFORMATION REQUIRED OF BIDDER 
 
The bidder is required to supply the following information.  Additional sheets may be attached if necessary. 
 
1. State the number of consecutive years of experience as a licensed general building contractor holding the required 

license(s) in the State of California:     
 
2. List at least three (3) projects you have completed as the prime contractor that are similar to the project that is the 

subject of this invitation to bid in terms of construction type and/or method, size of project with respect to area or 
volume, and contract dollar amount.  Such experience shall have been acquired within the past seven (7) years 
prior to the date of submittal of this bid: 

 
CONTRACT AMOUNT CLASS OF WORK DATE COMPLETED    NAME, ADDRESS and PHONE  
       NUMBER OF OWNER 
1.          

2.          

3.          

4.          

5.          

6.          
 
3. For the projects you have described in Item No. 2, above, please give a description of the scope of work performed 

by you as the prime contractor: 
 
1.               

              
2.               

              
3.               

              
4.               

              
5.               

              
6.               

              
 

4. If requested by the City of Orange, the Bidder shall furnish a notarized financial statement, financial data, or other 
information and references sufficiently comprehensive to permit an appraisal of his current financial conditions. 

 
5. Bidder shall signify receipt of all Addenda here, if any.  (NOTE:  Any verbal instructions given to bidder inquiries 

in the form of addenda will be acknowledged by the bidders on written addenda available at the place of the bid 
opening 30 minutes prior to the bid opening.) 

 
 ADDENDUM DATE RECEIVED BIDDER'S SIGNATURE 
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LIST OF SUBCONTRACTS 
 

A.  The undersigned intends to subcontract a portion of this project to the following subcontracts (Note: Refer to 
  Section 1-6.2 of the Standard Specifications and Section 4100 through 4113 of the California Contract Code for 
  SUBCONTRACT DISCLOSURE REQUIREMENTS. 

  

NAME OF SUBCONTRACTOR 
AND ADDRESS 

LICENSE 
NO. 

DIR REG NUMBER 

BID ITEM NUMBER(s) PERCENT OF 
BID ITEM 
SUBBED C
H

E
C

K
 IF

 
S

P
E

C
IA

LT
Y 

IS
 S

U
B

B
E

D 

DESCRIBE WORK WHEN LESS THAN 100% OF 
WORK IS SUBBED 

$ AMOUNT 
BASED ON BID 

AMOUNT 

  
 

    $ 

  
 

     

  
 

     

  
 

     

  
 

     

  
 

     

  
 

     

  
 

     

  
 

     

 
B.  The undersigned DOES NOT INTEND to subcontract any portion of this project. 

 
NOTE: The bidder shall check Box A or B as applicable.  If the bidder does not check either box, it will be deemed that he has checked Box B. 

 
 

       
 Signature of the Bidder 
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Bond No.__________ 
CALIFORNIA PUBLIC WORKS  

PROPOSAL OR BID BOND 
  
TO WHOM IT MAY CONCERN:  

WE,            (CONTRACTOR) as Principal, 

and         (SURETY), a Corporation organized and existing under 

the laws of the State of                                   and authorized to transact business in the State of 

California, as Surety, are held and firmly bound unto the CITY OF ORANGE,  hereinafter called the Obligee, 

for the penal sum of Ten Percent (10%) of the Amount of the Bid as described herein and we each of us 

bind ourselves, our heirs, executors, administrators, successors and assigns, jointly and  severally, by this 

Proposal/Bid Bond. 

WHEREAS, the Principal is herewith submitting a proposal (bid) for   

Bid No. 21-22.30; SP-4209 Painting and Carpet Replacement at Various Fire Stations   
 

THE CONDITION OF THE ABOVE OBLIGATION IS SUCH  that if the Principal shall be awarded the 

contract, and the Principal does within the period specified therefor, or, if no period be specified, within ten 

(10) days after the notice of such award, enter into a contract and give bond or bonds as specified in the bidding 

or contract documents with good and sufficient surety of adequate financial size category rating acceptable to 

the Obligee for the faithful performance of the contract and for the prompt payment of labor and material 

furnished in the prosecution thereof, then this obligation shall be null and void.  Otherwise the Principal and 

the Surety will pay to the Obligee the difference in money between the amount of the bid of the Principal and 

the amount for which the Obligee may legally contract with another party to perform the work if the latter 

amount be in excess of the former.  In no event shall the liability hereunder exceed the penal sum hereof. 

 

SIGNED AND SEALED this ____________ day of _______________________________, 20________. 

 

               
 CONTRACTOR       NAME OF SURETY  

 
BY:         BY:        
 SECRETARY/TREASURER    ATTORNEY -IN-FACT  

 
BY:        
 PRESIDENT/VICE PRESIDENT 
 

NOTARY ACKNOWLEDGEMENTS ATTACHED
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ATTACHMENT NO. 1  
 

CITY OF ORANGE STANDARD SPECIAL PROVISIONS  
 

[Behind this sheet] 
 
  







https://orangeca.seamlessdocs.com/f/RequestforBidandrequestforproposalsubmittalform


from bidding and that the bidder has not in any manner sought by collusion to secure himself an advantage over any 
other bidder. 
 
The Contractor shall be registered with Department of Industrial Relations (DIR), State of California per Labor Code 
Section 177.1(a) at the time of bid.  This project is subject to compliance monitoring and enforcement by DIR. 

1-6.1.4  Request for Interpretation 

If any person contemplating submitting a bid is in doubt as to the true meaning of any part of the plans, specifications 
or other proposed contract documents, or finds discrepancies in, or omissions from, the drawing or specifications, or 
discovers substantial difference between the approximate quantities shown on the bid proposal and his quantity 
estimate from the plans for any of the major bid items in the proposal, he shall request the Engineer, in writing, for an 
interpretation or correction thereof.  The person submitting such a request shall be responsible for its prompt delivery, 
no later than seven (7) calendar days prior to bid opening date.  The meaning of substantial difference and the major 
bid items, for this purpose, shall be in accordance with Section 1-2 and Section 3-2.2.1 of the Standard Plans and 
Specifications.  All such interpretations of the contract documents will be made only by Addenda duly issued and a 
copy of each such Addendum will be mailed or delivered to each person receiving a set of contract documents at his 
last address of record.  The City will not be responsible for any other explanations or interpretations of the contract 
documents. 

1-6.1.5  Return of Bid Security 

Any bidder may withdraw his bid, either personally or by telegraphic or written request, at any time prior to the 
scheduled closing time for the receipt of bids.  It is the sole responsibility of the bidder to see that any such telegraphic 
or written request is delivered to the Director of General Services prior to said closing time. 
The bid security of the unsuccessful bidders will be retained until the contract is awarded to the lowest, responsible 
successful bidder. 
 
The bid security of the successful bidder of accepted bid will be held by the City until the contract has been entered 
into and the bonds accompanying the same are approved and filed. 
 
If a bidder fails or refuses to enter into a contract to do work, the bid security shall be forfeited to the City and shall 
be paid into the General Fund of the City. 
 
Bid securities consisting of cashier's checks will be refunded to the respective bidders when no longer required by the 
City.  All other bid securities no longer required by the City, will be considered void.  These will be returned to their 
respective bidders only if requested with self-addressed stamped envelope and sufficient postage. 

1-6.1.6  Bid Protest Procedure 

1.  Any bid protest must be submitted in writing to Public Works Director, 300 E. Chapman Avenue, 
Orange, CA 92866 before 5 p.m. of the 10th City business day following bid opening. 
 
(a)  The initial protest document shall contain a complete statement of the basis for the protest with 
accompanying documentation in support thereof. 
 
(b)  The protest shall refer to the specific portion of the document which forms the basis for the protest. 
 
(c)  The protest shall include the name, address and telephone number of the person representing the 
protesting party. 
 
(d)  The party filing the protest shall concurrently transmit a copy of the initial protest document and any 
attached documentation to all other parties with a direct financial interest which may be adversely affected 
by the outcome of the protest.  Such parties shall include all other bidders or proposers who appear to have 
a reasonable prospect of receiving an award depending upon the outcome of the protest. 
 



(e)  The Public Works Director/City Engineer will issue a decision on the protest.  If the Public Works 
Director/City Engineer determines that a protest is frivolous, the party originating the protest may be 
determined to be irresponsible and that party may be determined to be ineligible for future contract awards 
by the City of Orange. 
 
(f)  The procedure and time limits set forth in this paragraph are mandatory and are the bidder's sole and 
exclusive remedy in the event of bid protest and failure to comply with these procedures shall constitute a 
waiver of any right to further pursue the bid protest, including filing of a claim against the City under the 
California Government Code or legal proceedings. 

1-6.2  Subcontractor Listing 

 
The Engineer, as duly authorized officer, may consent to subcontractor substitution requested by the Contractor subject 
to the limitations and notices prescribed in Section 4107 of the Public Code.  Prior to commencement of work, the 
Contractor shall submit to the Engineer a list showing names, addresses, telephone numbers, City business license 
numbers and the work to be done by subcontractors. 

1-7  AWARD AND EXECUTION OF THE CONTRACT  

1-7.1.1  Award of Contract  

The award of contract, if awarded, will be to the lowest responsive bidder whose proposal complies with all 
requirements of the notice inviting bids and Section 1-6.1.1 and 1-6.1.3 of these Specifications.  The City, however, 
reserves the right to reject any or all bids, and to waive any informality in the bids received.  The Award of Contract, 
if made, shall be made within SIXTY (60) days after the opening of the bids. 

1-7.1.2  Execution of Contract 

The contract shall be signed by the successful bidder and returned to the City, together with the contract bonds as 
specified in Section 1-7.2 of the Standard Specifications and as amended below and any changes or additions made 
thereto in these specifications within fifteen (15) days after the date of written notice of award of contract.  The form 
of the contract agreement to be executed by the Contractor will be mailed by the City Attorney's office along with the 
written notice of award of contract.  No proposal shall be considered binding upon the City until the execution of the 
contract by the City.  In case of conflict, the contract agreement shall have precedence over all other written 
specifications. 

1-7.2  Contract Bonds 

Sureties providing performance or labor & materials bonds for Contractors to the City of Orange must be licensed or 
agree to employ a licensed Contractor, with a Class A or other applicable specialty contractor's license from the State 
of California, in the event the Contractor to whom such surety is provided fails to perform the work under the contract. 
 
Whenever any surety or sureties on any such bond, or on any bonds required by law for the protection of the claims 
of laborers and material men, become insufficient, or the City Attorney has cause to believe that such surety or sureties 
have become insufficient, a demand in writing may be made of the Contractor for such further bond or additional 
surety, not exceeding that originally required, as is considered necessary considering the extent of the work remaining 
to be done.  Thereafter, no payment shall be made upon such contract to the Contractor or any assignee of the 
Contractor until such further bond or bonds or additional surety has been furnished. 
 
Except as set forth in this Section 1-7.2, the City of Orange will not accept any performance or any labor and materials 
bond for any contracts unless the bond complies with each and every one of the following criteria: 

a) It is issued by a surety qualified as an acceptable surety on federal bonds as evidenced by an unrevoked 
inclusion in the current Annual List of Companies Holding Certificates of Authority as Acceptable Sureties 
on Federal Bonds and as Acceptable Reinsuring Companies, published by the United States Department of 
the Treasury, Fiscal Service, or an official successor publication (the "Treasure List"); and 
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expenses which are directly chargeable to the Contractor and which accrued during the period of such extensions 
except that the cost of the final services and preparation of the final estimates shall not be included in such charges. 
 
In addition to the above charges, Contractor shall pay to the Successor Agency liquidated damages as specified in 
Section 6-9 for such delays. 
 
No extension of time for the completion of the work called for under the contract shall be allowed unless at least 
twenty (20) days prior to the time fixed for the completion thereof, or the time fixed by the Successor Agency Board 
of Directors or its designee for such completion as extended, Contractor shall have filed application for extension 
thereof, in writing, with the Engineer. 

6-9 Liquidated Damages 

For each consecutive calendar day in excess of the time specified, as adjusted in accordance with Section 6-6, for the 
completion of the work the Contractor shall pay to the City, or have withheld monies due it, the sum of $500 per day. 
 
For each consecutive calendar day in excess of the time specified, as adjusted in accordance with Section 6-6, for 
completion of the work and submission of all paperwork thirty-five (35) calendar days after Notice of Completion, 
the Contractor shall pay to the City or have withheld from monies due it, the sum of $250 per day.  The submission 
of all paperwork includes but not limited to Certified Payroll Records, Record drawings (As-built), Material 
Disposal/Recycle Form, and Executed Final Contract Change Order, and any necessary documents to close-out the 
project. 

SECTION 7 - MEASUREMENT & PAY MENT  

7-2.1   FINAL PAY QUANTITY  

When an item of work is designated as a final pay quantity in the Method of Measurement, or Basis of Payment, or 
Bid Schedule as (F), the estimated bid quantity for that item of work shall be the final pay quantity, unless the 
dimensions of any portion or the quantity of that item are revised by the Engineer, or the item or any portion of the 
item is eliminated. If the dimensions of any portion or the quantity of the item are revised, and the revision results in 
an increase or decrease in the estimated quantity of that item of work, the final pay quantity for the item will be revised 
in the amount represented by the changes in the dimensions or the quantity.  The Contract Unit Price adjustment will 
be per Section 7-3.5 Contract Unit Price.  
 
If a final pay item is eliminated, the estimated quantity for the item will be eliminated.  If a portion of a final pay item 
is eliminated, the final pay quantity will be revised in the amount represented by the eliminated portion of the item of 
work.  The estimated quantity for each item of work designated as a final pay quantity in the Method of Measurement 
or Basis of Payment or Bid Schedule shall be considered as approximate only, and no guarantee is made that the 
quantity which can be determined by computations, based on the details and dimensions shown on the plans, will 
equal the estimated quantity.  No adjustment will be made in the event that the quantity based on computations does 
not equal the estimated quantity except under the following conditions: In case of discrepancy between the quantity 
shown in the Bid Schedule for a final pay item and the quantity or summation of quantities for the same item shown 
on the plans or in the proposal, payment will be based on the quantity shown in the Bid Schedule. 

7-3.2  Partial and Final Payment 

Partial payments, except the final payment, shall not be made for periods of less than one month.  To claim a partial 
payment on the amount due or the final payment itself, the Contractor shall obtain approval of measurement of quantity 
of work completed from the City inspector and shall prepare an invoice showing bid items, unit bid price, quantity 
completed, quantity previously paid, total quantity as of the date of invoice, amount claimed in the invoice, previous 
payment, amount to be retained, and the contract amount unless satisfactory substitution as permitted by the provisions 
of this section are provided by the Contractor; the amount to be retained by the City shall be 5% of the work completed 
as of the date of the payment request.  The invoice shall be submitted to the Project Manager. Payments are made by 
the Finance Department the following week in which they are approved. 





in the proposal by the City.  A payment in the amount of 80% of the mobilization item shall be included in the first 
partial payment and the remaining 20% shall be included in the final payment, except as otherwise stated in Section 
7-3.2. 
 
Payment for MOBILIZATION  shall be considered to be included in the various items of work if no separate bid item 
for mobilization is provided for in the proposal. 

7-3.5  Contract Unit Prices 

If a change is ordered in an item of work covered by a Contract Unit Price, and such change does not involve a 
substantial change in character of the work from that shown on the Plans or included in the Specification, then an 
adjustment in payment will be made. This adjustment will be based upon the increase or decrease in quantity and the 
Contractor Unit Price. 
 
In the case of such an increase or decrease in a Major Bid Item, the use of this basis for the adjustment of payment 
will be limited to that portion of the change, which together with all previous changes to that item, is not in excess of 
25 percent of the total cost of such item based on the original quantity and Contract Unit Price. Adjustment in excess 
of 25 percent may be done by extension of Contract Unit Prices as described above, or pursuant to Section 7-3.5.3. 
 
A Major Bid Item is identified as a Bid Item that has a total cost of $50,000 minimum or 10% of the Total Contract 
Cost whichever is greater. 
 
If a change is ordered in an item of work covered by a Contract Unit Price, and such change does involve a substantial 
change in character of the work from that shown on the Plans or included in the Specifications, an adjustment will be 
made in accordance with Section 7-3.5.3. 
 
Should any Contract item be deleted in its entirety, payment will be made only for actual costs incurred prior to 
notification of such deletion.  
 
The City of Orange reserves the right to delete and/or add any bid item as desired.  All the work performed 
shall be measured and paid at the contract unit price bid in the proposal.  No additional compensation shall be 
allowed for deleting and/or adding any street(s) or local area(s) 

7-4.1  Extra Work:  General  

If the City and the Contractor cannot reach an agreement to establish an agreed lump sum price or stipulated unit 
prices, the City reserves the right to direct the Contractor to perform such work using an acceptable substitute 
subcontractor.  The City may order the Contractor to obtain bids from three or more subcontractors to perform such 
work.  Upon written approval of a subcontractor selected by the Engineer, the Contractor shall enter into a subcontract 
with such subcontractor to perform such work.  All the Contractor's markups shall be in accordance with the provisions 
of Section 7-4.3. 
 
The extra work as defined in this section of Standard Specifications, and any work done beyond the lines and grades 
shown on the plans, shall only be performed when ordered in writing by the Engineer.  In absence of such written 
order, any such work shall be considered unauthorized and will not be paid for.  Work so done may be ordered removed 
at the Contractor's expense. 

7-4.2  Basis for Establishing Labor Costs 

The cost of labor shall be the actual cost for wages of workers performing the extra work based on basic hourly rate 
plus fringe benefits paid in accordance with the certified payroll statements, plus a labor surcharge of twenty (20%) 
percent.  This labor surcharge shall be considered to include employer payment of payroll taxes, worker's 
compensation insurance, liability insurance, social security, Medicare, Federal and State unemployment, and the State 
training taxes.  All other compensation to the Contractor for labor on extra work shall be considered included in the 
fifteen (15%) percent markup for overhead and profits as amended in Section 7-4.3. 



7-4.2.3   Tool and Equipment Rental 

When the rental rate of equipment includes an operator, the work performed by such rented equipment shall be 
considered subcontracted work and compensation shall be made to the prime contractor pursuant to Section 7-4.3.2.  
Any owned equipment rate shall be determined by Caltrans Equipment Rate latest edition. 

7-4.3  Markup  

7-4.3.1  Work by Contractor  

A combined single mark up of 15% shall be allowed for labor, material, equipment rental, bonding, and other items 
and expenditures and shall constitute for all overhead and profit. 

7-4.3.2   Work by Subcontractor 

When any of the extra work is performed by a subcontractor, the markup established in Section 7-4.3.1 shall be applied 
to the subcontractor's costs as determined under Section 7-4.2.  Contractor is allowed to markup 5% to the sum of the 
subcontractor's costs and markup for all overhead and profit for the contractor on work by the existing subcontractor. 
Contractor can markup 10% to the sum of the subcontractor's costs and markup for all bonding, overhead, and profit 
for the contractor on work by a new subcontractor. 

SECTION 8 - FACILITIES FOR AGENCY PERSONNEL 

Provisions of this section do not apply unless otherwise provided in Special Provisions. 
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ATTACHMENT NO. 2 
 

TECHNICAL SPECIFICATIONS  
 

[Behind this sheet] 
 
  











Construction Specification 
SP-4209; Painting and Carpet Replacement at Various Fire Stations 

about whether or not your product requires a quarter turned installation, please 
contact 1.877.502.7429. Numbers within the arrows are for manufacturing 
purposes and are not related to installation. 

f. Begin installation at the intersection of two chalk lines. Continue 
until you complete one quadrant. Proceed to an adjoining 
quadrant until all four quadrants are completed. Larger areas 
may require chalk lines bisecting the original four quadrants. 

g. Install tiles using the pyramid technique. This gives you multiple 
alignment checks. If the edges do not align and the 
misalignment increases with progression of the installation, find 
and correct the source of the problem. 

h. Carpet tiles come in various sizes. All Shaw tiles have directional arrows on the 
back of the tile. Slide tiles into position to prevent yarn from being trapped 
between the tiles. Trapped yarn will adversely affect the appearance of the 
installation and will cause alignment problems. 

i. EcoWorx ES /EcoLogix ES are manufactured with the adhesive already applied. 
Once the tile is ready to install, simply peel the liner from the back and position 
snugly to the adjacent tile. 

j. Tiles must fit snugly, but not be compressed. Press the entire surface of the tile 
to ensure adhesion. Check for fit by measuring the length of ten full tiles after 
installation. The measurement must not be less than, or exceed by more than 1/4 
inch, the length of the tiles being multiplied by ten. For example: if 24" X 24" tiles 
are being installed, the measurement should be between 240 and 240 1/4 
inches. 

k. Measure and cut tiles from the back using a straight edge. Be sure the arrows 
are pointing in the correct direction. 

l. Roll the entire installation with a 75 lb. or greater roller to assure the proper 
adhesion to the substrate. 

14. MAINTENANCE 
a. Post-installation Care 

i. Place plywood over the carpet when heavy objects will be moved within 
24 hours after installation. 

b. Preventative Floor Care 
i. Use protective chair mats under chairs with casters.  
ii. Use soil removal mats at exterior entrances. 
iii. Use absorbent mats in areas where moisture, oil and grease are present. 

c. Routine Maintenance 
i. Set a schedule depending on traffic and vacuum regularly. 
ii. Remove spots with spot removers as soon as they occur.  
iii. Use encapsulation agents periodically. 
iv. Clean with hot water extraction periodically. 

Traffic Level Vacuum Spot Removal Interim Cleaning Hot Water Extraction 
Light 2/week As needed As needed 1/year 
Moderate 1/day As needed As needed 1/year 



Construction Specification 
SP-4209; Painting and Carpet Replacement at Various Fire Stations 

Heavy 1/day As needed Monthly 4/year 
Extra Heavy 1/day As needed Weekly Monthly 

 
 
END OF SECTION 096813 
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SECTION 099123  

INTERIOR PAINTING 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section includes surface preparation and the application of paint systems on the following 
interior substrates listed in 3.6 Interior Painting Schedule. 

B. Related Requirements: 

1. Section 051200 "Structural Steel Framing" for shop priming of metal substrates with 
primers specified in this Section. 

2. Section 099113 "Exterior Painting" for surface preparation and the application of paint 
systems on exterior substrates. 

3. Section 099300 "Staining and Transparent Finishing" for surface preparation and the 
application of wood stains and transparent finishes on interior wood substrates. 

4. Section 099600 "High-Performance Coatings" for high-performance and special-use 
coatings. 

1.3 DEFINITIONS 

A. Gloss Level 1:  Not more than 5 units at 60 degrees and 1 to 2 units at 85 degrees. 

B. Gloss Level 2:  5 to 9 units at 60 degrees and 10 to 15 units at 85 degrees. 

C. Gloss Level 3:  10 to 15 units at 60 degrees and 15 to 30 units at 85 degrees. 

D. Gloss Level 4:  20 to 35 units at 60 degrees and 35 to 50 units at 85 degrees. 

E. Gloss Level 5:  40 to 50 units at 60 degrees. 

F. Gloss Level 6:  70 to 80 units at 60 degrees. 

G. Gloss Level 7:  More than 80 units at 60 degrees. 

H. Blocking:  Two painted surfaces sticking together such as a painted door sticking to a painted 
jamb. 
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I. Mildew Resistant: Certified products are specially formulated with microbicidal additives that 
resist mold, mildew, and algae growth on the paint film and inhibit growth of bacterial odors. 

J. CHPS:  Collaborative for High Performance Schools.  A national movement to improve student 
performance and the entire educational experience by building the best possible schools.  
www.chps.net. 

K. EG:  Ethylene Glycol.  Ethylene glycol is listed as a hazardous air pollutant (HAP) by the U.S. 
EPA. 

L. PDCA:  Painting & Decorating Contractors of America www.pdca.org . 

M. RAVOC:  Reactivity adjusted VOC.  "Reactivity" means the ability of a VOC to promote ozone 
formation 

N. SSPC:  The Society for Protective Coatings publishes Scopes of SSPC Surface Preparation 
Standards and Specifications www.sspc.org . 

O. Dunn-Edwards Conformance Chart:  D-E CONFORMANCE TABLE 

1.4 ACTION SUBMITTALS 

A. Product Data:  For each type of product.  Include preparation requirements and application 
instructions. 

B. LEED v.4 Requirements: Interior paints and coatings must pass CDPH Standard Method V1.1 
(also called section 01350) emissions testing; and they must comply with the VOC content 
limits of the California ARB 2007 Suggested Control Measure for Architectural Coatings. 

C. Samples for Initial Selection:  For each type of topcoat product. 

D. Samples for Verification:  For each type of paint system and in each color and gloss of topcoat. 

1. Submit Samples on rigid backing, no smaller than 7 inches X 10 inches (177 mm X 254 
mm) or larger than 8.5 inches X 11 inches (216 mm X 280 mm). 

2. Label each Sample for project, architect, general contractor, painting contractor, paint 
color name and number, paint brand name, "P" number if applicable, and application 
area. 

E. Product List:  For each product indicated, include the following: 

1. Cross-reference to paint system and locations of application areas.  Use same 
designations indicated on Drawings and in schedules. 

2. VOC content. 

1.5 MAINTENANCE MATERIAL SUBMITTALS  

A. Furnish extra materials that match products installed and that are packaged with protective 
covering for storage and identified with labels describing contents. 

http://www.pdca.org/
http://www.sspc.org/
https://de-production-media.s3.amazonaws.com/loft/3552/D-E_Product_Conformance_Table.2018.08.016__002_.pdf
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1. Paint: Provide not less than 1 gal. (3.8L) of each material and color applied. 

1.6 QUALITY ASSURANCE 

A. Mockups:  Apply mockups of each paint system indicated and each color and finish selected to 
verify preliminary selections made under Sample submittals and to demonstrate aesthetic effects 
and set quality standards for materials and execution. 

1. Architect will select one surface to represent surfaces and conditions for application of 
each paint system specified in Part 3. 

a. Vertical and Horizontal Surfaces:  Provide samples of at least 100 sq. ft. (9 sq. m). 
b. Other Items:  Architect will designate items or areas required. 

2. Final approval of color selections will be based on mockups. 

a. If preliminary color selections are not approved, apply additional mockups of 
additional colors selected by Architect at no added cost to Owner. 

3. Approval of mockups does not constitute approval of deviations from the Contract 
Documents contained in mockups unless Architect specifically approves such deviations 
in writing. 

4. Subject to compliance with requirements, approved mockups may become part of the 
completed Work if undisturbed at time of Substantial Completion. 

1.7 DELIVERY, STORAGE, AND HANDLING 

A. Store materials not in use in tightly covered containers in well-ventilated areas with ambient 
temperatures continuously maintained at not less than 45 deg F (7 deg C). 

1. Maintain containers in clean condition, free of foreign materials and residue. 
2. Remove rags and waste from storage areas daily. 

1.8 FIELD CONDITIONS 

A. Apply paints only when temperature of surfaces to be painted and ambient air temperatures are 
between 50 and 90 degrees F (10 and 32 degrees C). 

B. Do not apply paints when relative humidity exceeds 85 percent; at temperatures less than 5 
degrees F (3 degrees C) above the dew point; or to damp or wet surfaces. 

C. Painting contractor should follow proper painting practices and exercise judgment based on his 
or her experience and project specific conditions as to when to proceed. 
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PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Basis-of-Design Product:  Provide products listed from the Dunn-Edwards Corporation. 

2.2 PAINT, GENERAL 

A. Material Compatibility: 

1. Provide materials for use within each paint system that are compatible with one another 
and substrates indicated, under conditions of service and application as demonstrated by 
manufacturer, based on testing and field experience. 

2. For each coat in a paint system, provide products recommended in writing by 
manufacturers of topcoat for use in paint system and on substrate indicated. 

B. VOC Content:  Provide material that comply with VOC limits of authorities having jurisdiction.  

C. Colorants:  The use of colorants containing hazardous chemicals, such as ethylene glycol, is 
prohibited and zero VOC colorants should be used whenever possible. 

D. Colors:  As selected by the Architect.  

1. Indicate a percentage of surface area which will be painted with deep tones. 

2.3 SOURCE QUALITY CONTROL 

A. Testing of Paint Materials:  Owner reserves the right to invoke the following procedure: 

1. Owner may engage the services of a qualified testing agency to sample paint materials.  
Contractor will be notified in advance and may be present when samples are taken.  If 
paint materials have already been delivered to Project site, samples may be taken at 
Project site.  Samples will be identified, sealed, and certified by testing agency. 

2. Testing agency will perform tests for compliance with product requirements. 
3. Owner may direct Contractor to stop applying coatings if test results show materials 

being used do not comply with product requirements.  Contractor shall remove 
noncomplying paint materials from Project site, pay for testing, and repaint surfaces 
painted with rejected materials.  Contractor will comply with requirements to use 
compatible products and systems as described in Article 2.2. Contractor will be required 
to remove rejected materials from previously painted surfaces if, on repainting with 
complying materials, the two paints are incompatible. 
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PART 3 - EXECUTION 

3.1 EXAMINATION  

A. Examine substrates and conditions, with Applicator present, for compliance with requirements 
for maximum moisture content and other conditions affecting performance of the Work. 

B. Maximum Moisture Content of Substrates:  When measured with an electronic moisture meter 
as follows: 

1. Concrete:  12 percent. 
2. Masonry (Clay and CMU):  12 percent. 
3. Wood:  15 percent. 
4. Gypsum Board:  12 percent. 
5. Plaster:  12 percent. 

C. Gypsum Board Substrates:  Verify that finishing compound is sanded smooth. 

D. Plaster Substrates:  Verify that plaster is fully cured, including pH testing to determine that 
alkalinity is within limits established by the manufacturer. 

E. Spray-Textured Ceiling Substrates:  Verify that surfaces are dry. 

F. Verify suitability of substrates, including surface conditions and compatibility with existing 
finishes and primers. 

G. Proceed with coating application only after unsatisfactory conditions have been corrected. 

1. Application of coating indicates acceptance of surfaces and conditions. 

3.2 PREPARATION 

A. Comply with manufacturer's written instructions. 

B. Remove hardware, covers, plates, and similar items already in place that are removable and are 
not to be painted.  If removal is impractical or impossible because of size or weight of item, 
provide surface-applied protection before surface preparation and painting. 

1. After completing painting operations, use workers skilled in the trades involved to 
reinstall items that were removed.  Remove surface-applied protection if any. 

C. Clean substrates of substances that could impair bond of paints, including dust, dirt, oil, grease, 
and incompatible paints and encapsulants. 

1. Remove incompatible primers and re-prime substrate with compatible primers or apply 
tie coat as required to produce paint systems indicated. 
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D. Concrete Substrates:  Remove release agents, curing compounds, efflorescence, and chalk.  Do 
not paint surfaces if moisture content or alkalinity of surfaces to be painted exceeds that 
permitted in manufacturer's written instructions, including pH testing to determine that 
alkalinity is within limits established by the manufacturer. 

E. Masonry Substrates:  Remove efflorescence and chalk.  Do not paint surfaces if moisture 
content or alkalinity of surfaces or mortar joints exceed that permitted in manufacturer's written 
instructions. 

F. Steel Substrates:  Remove rust, loose mill scale, and shop primer, if any.  Clean using methods 
recommended in writing by paint manufacturer. 

G. Shop Primed Steel Substrates:  Clean field welds, bolted connections, and abraded areas of shop 
paint, and paint exposed areas with the same material as used for shop priming to comply with 
SSPC-PA 1 for touching up shop primed surfaces. 

H. Galvanized Metal Substrates:  Remove grease and oil residue from galvanized sheet metal 
fabricated from coil stock to produce clean, lightly etched surfaces that promote adhesion of 
subsequently applied paints. 

I. Aluminum Substrates:  Remove loose surface oxidation. 

J. Wood Substrates: 

1. Scrape and clean knots and apply coat of knot sealer before applying primer. 
2. Sand surfaces that will be exposed to view and dust off. 
3. Prime edges, ends, faces, undersides, and backsides of wood. 
4. After priming, fill holes and imperfections in the finish surfaces with putty or plastic 

wood filler.  Sand smooth when dried. 

K. Cotton or Canvas Insulation Covering Substrates:  Remove dust, dirt, and other foreign material 
that might impair bond of paints to substrates. 

3.3 APPLICATION 

A. Apply paints according to manufacturer's written instructions. 

1. Use applicators and techniques suited for paint and substrate indicated. 
2. Paint surfaces behind movable equipment and furniture same as similar exposed surfaces.  

Before final installation, paint surfaces behind permanently fixed equipment or furniture 
with prime coat only. 

3. Paint front and backsides of access panels, removable or hinged covers, and similar 
hinged items to match exposed surfaces. 

4. Do not paint over labels of independent testing agencies or equipment name, 
identification, performance rating, or nomenclature plates. 

5. Primers specified in painting schedules may be omitted on items that are factory primed 
or factory finished if acceptable to topcoat manufacturers. 
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B. Tint each undercoat to a lighter shade of the finish coat (not to exceed 2 ounces of colorant) to 
facilitate identification of each coat if multiple coats of same material are to be applied.   

C. If undercoats or other conditions show through topcoat, apply additional coats until cured film 
has a uniform paint finish, color, and appearance. 

D. Apply paints to produce surface films without cloudiness, spotting, holidays, laps, brush marks, 
roller tracking, runs, sags, ropiness, or other surface imperfections.  Cut in sharp lines and color 
breaks. 

E. Block Fillers: Provide block fill as scheduled to conform to the following PDCA Standard P12-
05: 

1. Level 3 - Premium Fill:  One or multiple coats of high performance block filler 
manufactured to be applied at a high dry film build.  Block filler shall be back-rolled to 
eliminate voids and reduce the majority of the masonry profile depth. 

F. Painting Fire Suppression, Plumbing, HVAC, Electrical, Communication, and Electronic Safety 
and Security Work: 

1. Paint the following work where exposed in equipment rooms: 

a. Equipment, including panelboards and switch gear. 
b. Uninsulated metal piping. 
c. Uninsulated plastic piping. 
d. Pipe hangers and supports. 
e. Metal conduit. 
f. Plastic conduit. 
g. Tanks that do not have factory-applied final finishes. 
h. Duct, equipment, and pipe insulation having cotton or canvas insulation covering 

or other paintable jacket material. 
i. Other items as directed by the architect. 

2. Paint the following work where exposed in occupied spaces: 

a. Equipment, including panelboards. 
b. Uninsulated metal piping. 
c. Uninsulated plastic piping. 
d. Pipe hangers and supports. 
e. Metal conduit. 
f. Plastic conduit. 
g. Duct, equipment, and pipe insulation having cotton or canvas insulation covering 

or other paintable jacket material. 
h. Other items as directed by the Architect. 

3. Paint portions of internal surfaces of metal ducts, without liner, behind air inlets and 
outlets that are visible from occupied spaces. 
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3.4 FIELD QUALITY CONTROL 

A. Dry Film Thickness Testing:  Owner may engage the services of a qualified testing and 
inspecting agency to inspect and test paint for dry film thickness. 

1. Contractor shall touch up and restore painted surfaces damaged by testing. 
2. If test results show that dry film thickness of applied paint does not comply with paint 

manufacturer's written recommendations, Contractor shall pay for testing and apply 
additional coats as needed to provide dry film thickness that complies with paint 
manufacturer's written recommendations. 

3.5 CLEANING AND PROTECTION 

A. At end of each workday, remove rubbish, empty cans, rags, and other discarded materials from 
Project site. 

B. After completing paint application, clean spattered surfaces.  Remove spattered paints by 
washing, scraping, or other methods.  Do not scratch or damage adjacent finished surfaces. 

C. Protect work of other trades against damage from paint application.  Correct damage to work of 
other trades by cleaning, repairing, replacing, and refinishing, as approved by Architect, and 
leave in an undamaged condition. 

D. At completion of construction activities of other trades, touch up and restore damaged or 
defaced painted surfaces. 

3.6 INTERIOR PAINTING SCHEDULE 

A. Concrete Substrates, Nontraffic Surfaces: 

1. Premium Low Odor /VOC Latex System: 

a. Prime Coat:  Primer, alkali resistant, waterbased, interior/exterior, Dunn-Edwards, 
Eff-Stop Select ESSL00. 

b. Intermediate Coat:  Latex, interior, matching topcoat. 
c. Topcoat:  Latex, interior, flat, Dunn-Edwards, Spartazero SZRO10, (Gloss 

Level 1). 
Or 

d. Topcoat:  Latex, interior, velvet, Dunn-Edwards, Spartawall SWLL20, (Gloss 
Level 2). 
Or 

e. Topcoat:  Latex, interior, eggshell, Dunn-Edwards, Spartawall SWLL30, (Gloss 
Level 3). 
Or 

f. Topcoat:  Latex, interior, low sheen, Dunn-Edwards, Spartawall SWLL40, (Gloss 
Level 4). 
Or 

https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ESSL00/EN-ESSL00-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SZRO10/EN-SZRO10-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SWLL20/EN-SWLL20-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SWLL30/EN-SWLL30-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SWLL40/EN-SWLL40-PDS.PDF
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g. Topcoat:  Latex, interior, semi-gloss, Dunn-Edwards, Spartawall SWLL50, (Gloss 
Level 5). 

2.  Ultra-Premium Low Odor/VOC Latex System: 

a. Prime Coat:  Primer sealer, Dunn-Edwards, Eff-Stop Premium ESPR00. 
b. Intermediate Coat:  Latex, interior, matching topcoat. 
c. Topcoat:  Latex, interior, flat, Dunn-Edwards, Everest EVER10, (Gloss Level 1). 

Or 
d. Topcoat:  Latex, interior, velvet, Dunn-Edwards, Everest EVER20, (Gloss 

Level 2). 
Or 

e. Topcoat:  Latex, interior, eggshell, Dunn-Edwards, Everest EVER30, (Gloss 
Level 3). 
Or 

f. Topcoat:  Latex, interior, semi-gloss, Dunn-Edwards, Everest EVER50, (Gloss 
Level 5). 

   3.   Waterborne Urethane Alkyd Enamel over a Latex Primer System: 

a. Prime Coat:  Primer, alkali resistant, waterbased, Dunn-Edwards, Eff-Stop 
Premium ESPR00. 

b. Intermediate Coat:  Waterborne urethane alkyd, interior/exterior, matching topcoat. 
c. Topcoat:  Waterborne urethane alkyd, interior/exterior, eggshell, Dunn-Edwards, 

Aristoshield ASHL30, (Gloss Level 3). 
Or 

d. Topcoat:  Waterborne urethane alkyd, interior/exterior, semi-gloss, Dunn-Edwards, 
Aristoshield ASHL50, (Gloss Level 5). 
Or 

e. Topcoat:  Waterborne urethane alkyd, interior/exterior, high gloss, Dunn-Edwards, 
Aristoshield ASHL70, (Gloss Level 7). 

4. Pre-Catalyzed Waterbased Epoxy Over a Latex Primer System: 

a. Prime Coat:  Primer, alkali resistant, waterbased, Dunn-Edwards, Eff-Stop 
Premium ESPR00. 

b. Intermediate Coat:  Pre-catalyzed waterbased epoxy, interior, matching topcoat. 
c. Topcoat:  Pre-catalyzed waterbased epoxy, interior, semi-gloss, Dunn-Edwards, 

Enduracat ENPX50, (Gloss Level 5). 

B. Clay-Masonry Substrates: 

1. Premium Low Odor /VOC Latex System: 

a. Prime Coat:  Primer, alkali resistant, waterbased, Dunn-Edwards, Eff-Stop Select 
ESSL00. 

b. Intermediate Coat:  Latex, interior, matching topcoat. 
c. Topcoat:  Latex, interior, flat, Dunn-Edwards, Spartazero SZRO10, (Gloss 

Level 1). 

https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SWLL50/EN-SWLL50-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ESPR00/EN-ESPR00-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVER10/EN-EVER10-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVER20/EN-EVER20-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVER30/EN-EVER30-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVER50/EN-EVER50-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ESPR00/EN-ESPR00-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ASHL30/EN-ASHL30-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ASHL50/EN-ASHL50-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ASHL70/EN-ASHL70-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ESPR00/EN-ESPR00-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ENPX50/EN-ENPX50-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ESSL00/EN-ESSL00-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SZRO10/EN-SZRO10-PDS.pdf
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d. Topcoat:  Latex, interior, velvet, Dunn-Edwards, Spartawall SWLL20, (Gloss 
Level 2). 
Or 

e. Topcoat:  Latex, interior, eggshell, Dunn-Edwards, Spartawall SWLL30, (Gloss 
Level 3). 
Or 

f. Topcoat:  Latex, interior, low sheen, Dunn-Edwards, Spartawall SWLL40, (Gloss 
Level 4). 
Or 

g. Topcoat:  Latex, interior, semi-gloss, Dunn-Edwards, Spartawall SWLL50, (Gloss 
Level 5). 

2. Ultra-Premium Low Odor/VOC Latex System: 

a. Prime Coat:  Primer, alkali resistant, waterbased, Dunn-Edwards, Eff-Stop 
Premium ESPR00. 

b. Intermediate Coat:  Latex, interior, low odor/VOC, matching topcoat. 
c. Topcoat:  Latex, interior, flat, Dunn-Edwards, Everest EVER10, (Gloss Level 1). 

Or 
d. Topcoat:  Latex, interior, velvet, Dunn-Edwards, Everest EVER20, (Gloss 

Level 2). 
Or 

e. Topcoat:  Latex, interior, eggshell, Dunn-Edwards, Everest EVER30, (Gloss 
Level 3). 
Or 

f. Topcoat:  Latex, interior, semi-gloss, Dunn-Edwards, Everest EVER50, (Gloss 
Level 5). 

3. Waterborne Urethane Alkyd Enamel over a Latex Primer System: 

a. Prime Coat:  Prime Coat:  Primer, alkali resistant, waterbased, Dunn-Edwards, Eff-
Stop Premium ESPR00. 

b. Intermediate Coat:  Waterborne urethane alkyd matching topcoat. 
c. Topcoat:  Waterborne urethane alkyd, interior/exterior, eggshell, Dunn-Edwards, 

Aristoshield ASHL30, (Gloss Level 3). 
Or 

d. Topcoat: Waterborne urethane alkyd, interior/exterior, semi-gloss, Dunn-Edwards, 
Aristoshield ASHL50, (Gloss Level 5). 
Or 

e. Topcoat:  Waterborne urethane alkyd, interior/exterior, high gloss, Dunn-Edwards, 
Aristoshield ASHL70, (Gloss Level 7). 

4. Pre-Catalyzed Waterbased Epoxy Over a Latex Primer System: 

a. Prime Coat:  Primer, alkali resistant, water based, Dunn-Edwards, Eff-Stop 
Premium ESPR00. 

b. Intermediate Coat:  Pre-catalyzed waterbased epoxy matching topcoat. 
c. Topcoat:  Pre-catalyzed waterbased epoxy, interior, semi-Gloss, Dunn-Edwards, 

Enduracat ENPX50, (Gloss Level 5). 

https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SWLL20/EN-SWLL20-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SWLL30/EN-SWLL30-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SWLL40/EN-SWLL40-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SWLL50/EN-SWLL50-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ESPR00/EN-ESPR00-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVER10/EN-EVER10-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVER20/EN-EVER20-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVER30/EN-EVER30-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVER50/EN-EVER50-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ESPR00/EN-ESPR00-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ASHL30/EN-ASHL30-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ASHL50/EN-ASHL50-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ASHL70/EN-ASHL70-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ESPR00/EN-ESPR00-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ENPX50/EN-ENPX50-PDS.pdf
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C. CMU Substrates: 

1. Premium Low Odor/VOC Latex System: 

a. Block Filler:  Block filler, latex, interior/exterior, Dunn-Edwards, Smooth Blocfil  
Select SBSL00. 

b. Intermediate Coat:  Latex, interior, matching topcoat. 
c. Topcoat:  Latex, interior, flat, Dunn-Edwards, Spartazero SZRO10, (Gloss 

Level 1). 
Or 

d. Topcoat:  Latex, interior, velvet, Dunn-Edwards, Spartawall SWLL20, (Gloss 
Level 2). 
Or 

e. Topcoat:  Latex, interior, eggshell, Dunn-Edwards, Spartawall SWLL30, (Gloss 
Level 3). 
Or 

f. Topcoat:  Latex, interior, low sheen, Dunn-Edwards, Spartawall SWLL40, (Gloss 
Level 4). 
or 

g. Topcoat:  Latex, interior, semi-gloss, Dunn-Edwards, Spartawall SWLL50, (Gloss 
Level 5). 

2.  Ultra-Premium Low Odor/VOC Latex System: 

a. Block Filler: Block filler, latex, interior/exterior, Dunn-Edwards, Smooth Blocfil 
Premium SBPR00. 

b. Intermediate Coat:  Latex, interior, matching topcoat. 
c. Topcoat:  Latex, interior, flat, Dunn-Edwards, Everest EVER10, (Gloss Level 1). 

Or 
d. Topcoat:  Latex, interior, velvet, Dunn-Edwards, Everest EVER20, (Gloss Level 

2). 
Or 

e. Topcoat:  Latex, interior, eggshell, Dunn-Edwards, Everest EVER30, (Gloss 
Level 3). 
Or 

f. Topcoat:  Latex, interior, low odor/VOC, semi-gloss, Dunn-Edwards, Everest 
EVER50, (Gloss Level 5). 

3. Waterborne Urethane Alkyd Enamel over a Latex Block Filler System: 

a. Block Filler:  Block filler, latex, interior/exterior, Dunn-Edwards, Smooth Blocfil 
Select SBSL00. 

b. Intermediate Coat:  Waterborne urethane alkyd, interior/exterior, matching topcoat. 
c. Topcoat: Waterborne urethane alkyd, interior/exterior, eggshell, Dunn-Edwards, 

Aristoshield ASHL30, (Gloss Level 3). 
Or 

d. Topcoat: Waterborne urethane alkyd, interior/exterior, semi-gloss, Dunn-Edwards, 
Aristoshield ASHL50, (Gloss Level 5). 
Or 

https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SBSL00/EN-SBSL00-1-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SZRO10/EN-SZRO10-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SWLL20/EN-SWLL20-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SWLL30/EN-SWLL30-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SWLL40/EN-SWLL40-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SWLL50/EN-SWLL50-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SBPR00/EN-SBPR00-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVER10/EN-EVER10-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVER20/EN-EVER20-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVER30/EN-EVER30-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVER50/EN-EVER50-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SBSL00/EN-SBSL00-1-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ASHL30/EN-ASHL30-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ASHL50/EN-ASHL50-PDS.pdf
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e. Topcoat:  Waterborne urethane alkyd, interior/exterior, high gloss, Dunn-Edwards, 
Aristoshield ASHL70, (Gloss Level 7). 

4. Pre-Catalyzed Waterbased Epoxy over a Latex Block Filler System: 

a. Block Filler:  Block filler, latex, interior/exterior, Dunn-Edwards, Smooth Blocfil 
Select SBSL00. 

b. Intermediate Coat:  Pre-catalyzed waterbased epoxy, interior, matching topcoat. 
c. Topcoat:  Pre-catalyzed waterbased epoxy, interior, Dunn-Edwards, Enduracat 

ENPX50, (Gloss Level 5). 

D. Steel Substrates: 

1. Premium Low Odor/VOC Latex over a Waterborne Alkyd Primer System: 

a. Prime Coat:  Primer, alkyd, anti-corrosive, for metal, Dunn-Edwards, Bloc-Rust 
Premium BRPR00 Series or Enduraprime Rust Preventative Primer ENPR00. 

b. Intermediate Coat:  Latex, interior, matching topcoat. 
c. Topcoat:  Latex, interior, flat, Dunn-Edwards, Spartazero SZRO10, (Gloss 

Level 1). 
Or 

d. Topcoat:  Latex, interior, velvet, Dunn-Edwards, Spartawall SWLL20, (Gloss 
Level 2). 
Or 

e. Topcoat:  Latex, interior, eggshell, Dunn-Edwards, Spartawall SWLL30, (Gloss 
Level 3). 
Or 

f. Topcoat:  Latex, interior, low sheen, Dunn-Edwards, Spartawall  SWLL40, (Gloss 
Level 4). 
Or 

g. Topcoat:  Latex, interior, semi-gloss, Dunn-Edwards, Spartawall SWLL50, (Gloss 
Level 5). 

2. Water Based Dry Fall System: 

a. Topcoat: Dry fall, water based, flat, Dunn-Edwards, Aquafall AQUA10, (Gloss   
          Level 1). 

Or 
b. Topcoat: Dry fall, water based, eggshell, Dunn-Edwards, Aquafall AQUA30, 

(Gloss Level 3). 
 Or 
c. Topcoat: Dry fall, water based, semi-gloss, Dunn-Edwards, Aquafall AQUA50, 

(Gloss Level 5). 

       3.  Ultra-Premium Low Odor/VOC Latex over a Waterborne Alkyd Primer System: 

a. Prime Coat:  Primer, rust-inhibitive, water based, Dunn-Edwards, Bloc-Rust 
Premium BRPR00 Series or Enduraprime Rust Preventative Primer ENPR00. 

b. Intermediate Coat:  Latex, interior, low odor/VOC, matching topcoat. 

https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ASHL70/EN-ASHL70-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SBSL00/EN-SBSL00-1-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ENPX50/EN-ENPX50-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/BRPR00-2-RO/EN-BRPR00-RO-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ENPR00/EN-ENPR-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SZRO10/EN-SZRO10-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SWLL20/EN-SWLL20-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SWLL30/EN-SWLL30-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SWLL40/EN-SWLL40-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SWLL50/EN-SWLL50-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/AQUA10/EN-AQUA10-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/AQUA30/EN-AQUA30-1-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/AQUA50/EN-AQUA50-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/BRPR00-2-RO/EN-BRPR00-RO-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ENPR00/EN-ENPR-PDS.PDF
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c. Topcoat:  Latex, interior, low odor/VOC, flat, Dunn-Edwards Everest EVER10, 
(Gloss Level 1). 
Or 

d. Topcoat:  Latex, interior, low odor/VOC, velvet, Dunn-Edwards Everest EVER20, 
(Gloss Level 2). 
Or 

e. Topcoat:  Latex, interior, low odor/VOC, eggshell, Dunn-Edwards, Everest 
EVER30, (Gloss Level 3). 
Or 

f. Topcoat:  Latex, interior, low odor/VOC, semi-gloss, Dunn-Edwards, Everest 
EVER50, (Gloss Level 5). 

4. Waterborne Urethane Alkyd Enamel System: 

a. Prime Coat:  Primer, alkyd, anti-corrosive, for metal, Dunn-Edwards, Bloc-Rust 
Premium BRPR00 Series or Enduraprime Rust Preventative Primer ENPR00. 

b. Intermediate Coat: Waterborne urethane alkyd matching topcoat. 
c. Topcoat:  Waterborne urethane alkyd, interior/exterior, eggshell, Dunn-Edwards, 

Aristoshield ASHL30, (Gloss Level 3). 
Or 

d. Topcoat:  Waterborne urethane alkyd, interior/exterior, semi-gloss, Dunn-Edwards, 
Aristoshield ASHL50, (Gloss Level 5). 
Or 

e. Topcoat:  Waterborne urethane alkyd, interior/exterior, high gloss, Dunn-Edwards, 
Aristoshield ASHL70, (Gloss Level 7). 

5. Pre-Catalyzed Waterbased Epoxy over a Waterborne Alkyd Primer System: 

a. Prime Coat:  Primer, alkyd, anti-corrosive, for metal, Dunn-Edwards, Bloc-Rust 
Premium BRPR00 Series or Enduraprime Rust Preventative Primer ENPR00. 

b. Intermediate Coat:  Pre-catalyzed waterbased epoxy matching topcoat. 
c. Topcoat:  Pre-catalyzed waterbased epoxy, interior, semi-gloss, Dunn-Edwards, 

Enduracat ENPX50, (Gloss Level 5). 

E. Galvanized Metal Substrates: 

1. Premium Low Odor/VOC Latex System: 

a. Prime Coat:  Primer, water based, Dunn-Edwards, Ultrashield Galvanized Metal 
Primer ULGM00. 

b. Intermediate Coat:  Latex, interior, matching topcoat. 
c. Topcoat:  Latex, interior, flat, Dunn-Edwards, Spartazero SZRO10, (Gloss 

Level 1). 
Or 

d. Topcoat:  Latex, interior, velvet, Dunn-Edwards, Spartawall SWLL20, (Gloss 
Level 2). 
Or 

e. Topcoat:  Latex, interior, eggshell, Dunn-Edwards, Spartawall SWLL30, (Gloss 
Level 3). 
Or 

https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVER10/EN-EVER10-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVER20/EN-EVER20-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVER30/EN-EVER30-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVER50/EN-EVER50-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/BRPR00-2-RO/EN-BRPR00-RO-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ENPR00/EN-ENPR-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ASHL30/EN-ASHL30-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ASHL50/EN-ASHL50-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ASHL70/EN-ASHL70-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/BRPR00-2-RO/EN-BRPR00-RO-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ENPR00/EN-ENPR-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ENPX50/EN-ENPX50-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ULGM00/EN-ULGM00-WH-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SZRO10/EN-SZRO10-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SWLL20/EN-SWLL20-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SWLL30/EN-SWLL30-PDS.PDF
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f. Topcoat:  Latex, interior, low sheen, Dunn-Edwards, Spartawall SWLL40, (Gloss 
Level 4). 
Or 

g. Topcoat:  Latex, interior, semi-gloss, Dunn-Edwards, Spartawall SWLL50, (Gloss 
Level 5). 

2. Water Based Latex Dry Fall System: 

Topcoat:  Dry fall, water based, flat, Dunn-Edwards, Aquafall AQUA10, (Gloss 
Level 1). 
Or 

a. Topcoat:  Dry fall, water based, low sheen, Dunn-Edwards, Aquafall AQUA30, 
(Gloss Level 3). 
Or 

b. Topcoat:   Dry fall, water based, low sheen, Dunn-Edwards, Aquafall AQUA50, 
(Gloss Level 4). 

3. Ultra-Premium Low Odor/VOC Latex System: 

a. Prime Coat:  Primer, waterbased, Dunn-Edwards, Ultrashield Galvanized Metal 
Primer ULGM00. 

b. Intermediate Coat:  Latex, interior, low odor/VOC, matching topcoat. 
c. Topcoat:  Latex, interior, low odor/VOC, flat, Dunn-Edwards Everest EVER10, 

(Gloss Level 1). 
Or 

d. Topcoat:  Latex, interior, low odor/VOC, velvet, Dunn-Edwards Everest EVER20, 
(Gloss Level 2). 
Or 

e. Topcoat:  Latex, interior, low odor/VOC, eggshell, Dunn-Edwards, Everest 
EVER30, (Gloss Level 3). 
Or 

f. Topcoat:  Latex, interior, low odor/VOC, semi-gloss, Dunn-Edwards, Everest, 
EVER50, (Gloss Level 5). 

4. Waterborne Urethane Alkyd Enamel over a Latex Primer System: 

a. Prime Coat:  Primer, waterbased, Dunn-Edwards, Ultrashield Galvanized Metal 
Primer ULGM00. 

b. Intermediate Coat:  Waterborne urethane alkyd matching topcoat. 
c. Topcoat:  Waterborne urethane alkyd, interior/exterior, eggshell, Dunn-Edwards, 

Aristoshield ASHL30, (Gloss Level 3). 
d. Topcoat: Waterborne urethane alkyd, interior/exterior, semi-gloss, Dunn-Edwards, 

Aristoshield ASHL50, (Gloss Level 5). 
Or 

e. Topcoat:  Waterborne urethane alkyd, interior/exterior, high gloss, Dunn-Edwards, 
Aristoshield ASHL70, (Gloss Level 7). 

 

https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SWLL40/EN-SWLL40-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SWLL50/EN-SWLL50-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/AQUA10/EN-AQUA10-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/AQUA30/EN-AQUA30-1-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/AQUA50/EN-AQUA50-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ULGM00/EN-ULGM00-WH-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVER10/EN-EVER10-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVER20/EN-EVER20-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVER30/EN-EVER30-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVER50/EN-EVER50-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ULGM00/EN-ULGM00-WH-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ASHL30/EN-ASHL30-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ASHL50/EN-ASHL50-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ASHL70/EN-ASHL70-PDS.PDF


 DUNN-EDWARDS INTERIOR MASTER SPECIFICATION 
Bid No. 21-22.30; SP-4209 Painting and Carpet Replacement at Various Fire Stations 

 

 
INTERIOR PAINTING 
 

099123 - 15 
 

 

5. Pre-Catalyzed Waterbased Epoxy Over a Latex Primer System: 

a. Prime Coat:  Primer, waterbased, Dunn-Edwards, Ultrashield Galvanized Metal 
Primer ULGM00. 

b. Intermediate Coat:  Pre-catalyzed waterbased epoxy matching topcoat. 
c. Topcoat:  Pre-catalyzed waterbased epoxy, interior, semi-gloss, Dunn-Edwards, 

Enduracat ENPX50, (Gloss Level 5). 

F. Aluminum (Not Anodized or Otherwise Coated) Substrates: 

1. Premium Low Odor/VOC Latex System: 

a. Prime Coat:  Primer, waterbased, Dunn-Edwards, Ultrashield Galvanized Metal 
Primer ULGM00. 

b. Intermediate Coat:  Latex, interior, matching topcoat. 
c. Topcoat:  Latex, interior, flat, Dunn-Edwards, Spartazero SZRO10, (Gloss 

Level 1). 
Or 

d. Topcoat:  Latex, interior, velvet, Dunn-Edwards, Spartawall SWLL20, (Gloss 
Level 2). 
Or 

e. Topcoat:  Latex, interior, eggshell, Dunn-Edwards, Spartawall SWLL30, (Gloss 
Level 3). 
Or 

f. Topcoat:  Latex, interior, low sheen, Dunn-Edwards, Spartawall SWLL40, (Gloss 
Level 4). 
Or 

g. Topcoat:  Latex, interior, semi-gloss, Dunn-Edwards, Spartawall SWLL50, (Gloss 
Level 5). 

2. Ultra-Premium Low Odor/VOC Latex System: 

a. Prime Coat:  Primer, waterbased, Dunn-Edwards, Ultrashield Galvanized Metal 
Primer ULGM00. 

b. Intermediate Coat:  Latex, interior, matching topcoat. 
c. Topcoat:  Latex, interior, flat, Dunn-Edwards Everest EVER10, (Gloss Level 1). 

Or 
d. Topcoat:  Latex, interior, velvet, Dunn-Edwards Everest EVER20, (Gloss Level 2). 

Or 
e. Topcoat:  Latex, interior, eggshell, Dunn-Edwards, Everest EVER30, (Gloss 

Level 3). 
Or 

f. Topcoat:  Latex, interior, semi-gloss, Dunn-Edwards, Everest, EVER50, (Gloss 
Level 5). 

3. Waterborne Urethane Alkyd Enamel over a Latex Primer System: 

a. Prime Coat:  Primer, waterbased, Dunn-Edwards, Ultrashield Galvanized Metal 
Primer ULGM00. 

b. Intermediate Coat:  Waterborne urethane alkyd matching topcoat. 

https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ULGM00/EN-ULGM00-WH-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ENPX50/EN-ENPX50-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ULGM00/EN-ULGM00-WH-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SZRO10/EN-SZRO10-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SWLL20/EN-SWLL20-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SWLL30/EN-SWLL30-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SWLL40/EN-SWLL40-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SWLL50/EN-SWLL50-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ULGM00/EN-ULGM00-WH-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVER10/EN-EVER10-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVER20/EN-EVER20-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVER30/EN-EVER30-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVER50/EN-EVER50-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ULGM00/EN-ULGM00-WH-PDS.pdf
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c. Topcoat:  Waterborne urethane alkyd, interior/exterior, eggshell, Dunn-Edwards, 
Aristoshield ASHL30, (Gloss Level 3). 
Or 

d. Topcoat:  Waterborne urethane alkyd, interior/exterior, semi-gloss, Dunn-Edwards, 
Aristoshield ASHL50, (Gloss Level 5). 
Or 

e. Topcoat:  Waterborne urethane alkyd, interior/exterior, high gloss, Dunn-Edwards, 
Aristoshield ASHL70, (Gloss Level 7). 

4. Pre-Catalyzed Waterbased Epoxy over a Latex Primer System: 

a. Prime Coat:  Primer, water based, Dunn-Edwards, Ultrashield Premium ULGM00. 
b. Intermediate Coat:  Pre-catalyzed waterbased epoxy matching topcoat. 
c. Topcoat:  Waterbased epoxy, interior, semi-gloss, Dunn-Edwards, Enduracat 

ENPX50, (Gloss Level 5)"Aluminum Paint System" Subparagraph below 
corresponds to MPI INT 5.4D. 

G. Wood Substrates: 

1. Premium Low Odor/VOC Latex System: 

a. Prime Coat:  Primer, latex, for interior wood, Dunn-Edwards, Inter-Kote IKPR00. 
b. Intermediate Coat:  Latex, interior, matching topcoat. 
c. Topcoat:  Latex, interior, flat, Dunn-Edwards, Spartazero SZRO10, (Gloss 

Level 1). 
Or 

d. Topcoat:  Latex, interior, velvet, Dunn-Edwards, Spartawall SWLL20, (Gloss 
Level 2). 
Or 

e. Topcoat:  Latex, interior, eggshell, Dunn-Edwards, Spartawall SWLL30, (Gloss 
Level 3). 
Or 

f. Topcoat:  Latex, interior, low sheen, Dunn-Edwards, Spartawall SWLL40, (Gloss 
Level 4). 
Or 

g. Topcoat:  Latex, interior, semi-gloss, Dunn-Edwards, Spartawall SWLL50, (Gloss 
Level 5). 

2. Ultra-Premium Low Odor/VOC Latex System: 

a. Prime Coat:  Primer, latex, for interior wood, Dunn-Edwards, Inter-Kote IKPR00. 
b. Intermediate Coat:  Latex, interior, matching topcoat. 
c. Topcoat:  Latex, interior, flat, Dunn-Edwards Everest EVER10, (Gloss Level 1). 

Or 
d. Topcoat:  Latex, interior, velvet, Dunn-Edwards Everest EVER20, (Gloss Level 2). 

Or 
e. Topcoat:  Latex, interior, eggshell, Dunn-Edwards, Everest EVER30, (Gloss 

Level 3). 
Or 

https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ASHL30/EN-ASHL30-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ASHL50/EN-ASHL50-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ASHL70/EN-ASHL70-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ULGM00/EN-ULGM00-WH-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ENPX50/EN-ENPX50-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/IKPR00/EN-IKPR00-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SZRO10/EN-SZRO10-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SWLL20/EN-SWLL20-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SWLL30/EN-SWLL30-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SWLL40/EN-SWLL40-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SWLL50/EN-SWLL50-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/IKPR00/EN-IKPR00-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVER10/EN-EVER10-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVER20/EN-EVER20-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVER30/EN-EVER30-PDS.PDF
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f. Topcoat:  Latex, interior, semi-gloss, Dunn-Edwards, Everest EVER50, (Gloss 
Level 5). 

3. Waterborne Urethane Alkyd Enamel over a Latex Primer System: 

a. Prime Coat: Primer, latex, for interior wood, Dunn-Edwards, Inter-Kote IKPR00. 
b. Intermediate Coat:  Waterborne urethane alkyd matching topcoat. 
c. Topcoat:  Waterborne urethane alkyd enamel, interior/exterior, eggshell, Dunn-

Edwards, Aristoshield ASHL30, (Gloss Level 3). 
Or 

d. Topcoat:  Waterborne urethane alkyd, interior/exterior, semi-gloss, Dunn-Edwards, 
Aristoshield ASHL50, (Gloss Level 5). 
Or 

e. Topcoat:  Waterborne urethane alkyd, interior/exterior, high gloss, Dunn-Edwards, 
Aristoshield ASHL70, (Gloss Level 7). 

4. Pre-Catalyzed Waterbased Epoxy: 

a. Prime Coat:  Prime Coat:  Primer, waterbased, interior/exterior, Dunn-Edwards, 
Ultra-Grip Premium UGPR00. 

b. Intermediate Coat:  Pre-catalyzed waterbased epoxy matching topcoat. 
c. Topcoat:  Waterbased epoxy, interior, semi-gloss, Dunn-Edwards, Enduracat 

ENPX50, (Gloss Level 5). 

H. Gypsum Board Substrates: 

1. Premium Low Odor/VOC Latex System: 

a. Prime Coat:  Primer sealer, latex, interior, Dunn-Edwards, Vinylastic Select 
VNSL00. 

b. Intermediate Coat:  Latex, interior, matching topcoat. 
c. Topcoat:  Latex, interior, flat, Dunn-Edwards, Spartazero SZRO10, (Gloss 

Level 1). 
Or 

d. Topcoat:  Latex, interior, velvet, Dunn-Edwards, Spartawall SWLL20, (Gloss 
Level 2). 
Or 

e. Topcoat:  Latex, interior, eggshell, Dunn-Edwards, Spartawall SWLL30, (Gloss 
Level 3). 
Or 

f. Topcoat:  Latex, interior, low sheen, Dunn-Edwards, Spartawall SWLL40, (Gloss 
Level 4). 
Or 

g. Topcoat:  Latex, interior, semi-gloss, Dunn-Edwards, Spartawall SWLL50, (Gloss 
Level 5). 

2. Ultra-Premium Low-Odor/VOC Latex System: 

a. Prime Coat:  Primer sealer, latex, interior, Dunn-Edwards, Vinylastic Premium 
VNPR00. 

https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVER50/EN-EVER50-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/IKPR00/EN-IKPR00-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ASHL30/EN-ASHL30-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ASHL50/EN-ASHL50-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ASHL70/EN-ASHL70-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/UGPR00/EN-UGPR00-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ENPX50/EN-ENPX50-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/VNSL00/EN-VNSL00-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SZRO10/EN-SZRO10-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SWLL20/EN-SWLL20-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SWLL30/EN-SWLL30-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SWLL40/EN-SWLL40-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SWLL50/EN-SWLL50-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/VNPR00/EN-VNPR00-PDS.PDF
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b. Intermediate Coat:  Latex, interior, low odor/VOC, matching topcoat. 
c. Topcoat:  Latex, interior, low odor/VOC, flat, Dunn-Edwards Everest EVER10, 

(GlossLevel 1) 
Or 

d. Topcoat:  Latex, interior, low odor/VOC, velvet, Dunn-Edwards Everest EVER20, 
(Gloss Level 2). 
Or 

e. Topcoat:  Latex, interior, low odor/VOC, eggshell, Dunn-Edwards, Everest 
EVER30, (Gloss Level 3). 
Or 

f. Topcoat:  Latex, interior, low odor/VOC, semi-gloss, Dunn-Edwards, Everest 
EVER50, (Gloss Level 5). 

3. Waterborne Urethane Alkyd Enamel over Latex Sealer System: 

a. Prime Coat:  Primer sealer, latex, interior, Dunn-Edwards, Vinylastic Premium 
VNPR00. 

b. Intermediate Coat:  Waterborne urethane alkyd matching topcoat. 
c. Topcoat:  Waterborne urethane alkyd, interior/exterior, eggshell, Dunn-Edwards 

Aristoshield ASHL30, (Gloss Level 3). 
Or 

d. Topcoat:  Waterborne urethane alkyd, interior/exterior, semi-gloss, Dunn-Edwards 
Aristoshield ASHL50, (Gloss Level 5)  
Or 

e. Topcoat:  Waterborne urethane alkyd, interior/exterior, high gloss, Dunn-Edwards 
Aristoshield ASHL70, (Gloss Level 7)  

4. Pre-Catalyzed Waterbased Epoxy: 

a. Prime Coat:  Primer sealer, latex, interior, Dunn-Edwards, Vinylastic Premium 
VNPR00. 

b. Intermediate Coat:  Pre-catalyzed waterbased epoxy matching topcoat. 
c. Topcoat:  Waterbased epoxy, interior, semi-gloss, Dunn-Edwards, Enduracat 

ENPX50, (Gloss Level 5). 

I. Plaster Substrates: 

1. Premium Low Odor/VOC Latex System: 

a. Prime Coat:  Primer, alkali resistant, water based, Dunn-Edwards, Eff-Stop Select 
ESSL00. 

b. Intermediate Coat:  Latex, interior, matching topcoat. 
c. Topcoat:  Latex, interior, flat, Dunn-Edwards, Spartazero SZRO10 (Gloss 

Level 1). 
Or 

d. Topcoat:  Latex, interior, velvet, Dunn-Edwards, Spartawall SWLL20 (Gloss 
Level 2). 
Or 

e. Topcoat:  Latex, interior, eggshell, Dunn-Edwards, Spartawall SWLL30 (Gloss 
Level 3). 

https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVER10/EN-EVER10-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVER20/EN-EVER20-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVER30/EN-EVER30-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVER50/EN-EVER50-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/VNPR00/EN-VNPR00-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ASHL30/EN-ASHL30-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ASHL50/EN-ASHL50-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ASHL70/EN-ASHL70-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ENPX50/EN-ENPX50-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ESSL00/EN-ESSL00-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SZRO10/EN-SZRO10-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SWLL20/EN-SWLL20-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SWLL30/EN-SWLL30-PDS.PDF
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Or 
f. Topcoat:  Latex, interior, low sheen, Dunn-Edwards, Spartawall SWLL40 (Gloss 

Level 4). 
Or 

g. Topcoat:  Latex, interior, semi-gloss, Dunn-Edwards, Spartawall SWLL50 (Gloss 
Level 5). 

2. Ultra-Premium Low Odor/VOC Latex System: 

a. Prime Coat:  Primer, alkali resistant, water based, Dunn-Edwards, Eff-Stop 
Premium ESPR00. 

b. Intermediate Coat:  Latex, interior, matching topcoat. 
c. Topcoat:  Latex, interior, flat, Dunn-Edwards Everest EVER10, (Gloss Level 1). 

Or 
d. Topcoat:  Latex, interior, velvet, Dunn-Edwards Everest EVER20, (Gloss Level 2). 

Or 
e. Topcoat:  Latex, interior, eggshell, Dunn-Edwards, Everest EVER30, (Gloss 

Level 3). 
Or 

f. Topcoat:  Latex, interior, semi-gloss, Dunn-Edwards, Everest EVER50, (Gloss 
Level 5). 

3. Waterborne Urethane Alkyd Enamel over Latex Primer System: 

a. Prime Coat:  Primer, alkali resistant, waterbased, Dunn-Edwards, Eff-Stop 
Premium ESPR00. 

b. Intermediate Coat:  Waterborne urethane alkyd matching topcoat. 
c. Topcoat:  Waterborne urethane alkyd, interior/exterior, eggshell, Dunn-Edwards, 

Aristoshield ASHL30, (Gloss Level 3). 
Or 

d. Topcoat:  Waterborne urethane alkyd, interior/exterior, semi-gloss, Dunn-Edwards, 
Aristoshield ASHL50, (Gloss Level 5). 
Or 

e. Topcoat:  Waterborne urethane alkyd, interior/exterior, high gloss, Dunn-Edwards, 
Aristoshield ASHL70, (Gloss Level 7). 

 4. Pre-Catalyzed Waterbased Epoxy over a Latex Primer System: 

  a. Prime Coat:  Primer, alkali resistant, waterbased, Dunn-Edwards, Eff-Stop     
Premium ESPR00. 

b. Intermediate Coat:  Pre-catalyzed waterbased epoxy matching topcoat. 
c. Topcoat:  Pre-catalyzed waterbased epoxy, interior, semi-gloss, Dunn-Edwards, 

Enduracat ENPX50, (Gloss Level 5). 
 

END OF SECTION 099123 

https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SWLL40/EN-SWLL40-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SWLL50/EN-SWLL50-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ESPR00/EN-ESPR00-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVER10/EN-EVER10-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVER20/EN-EVER20-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVER30/EN-EVER30-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVER50/EN-EVER50-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ESPR00/EN-ESPR00-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ASHL30/EN-ASHL30-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ASHL50/EN-ASHL50-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ASHL70/EN-ASHL70-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ESPR00/EN-ESPR00-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ENPX50/EN-ENPX50-PDS.pdf
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SECTION 099113 
 

EXTERIOR PAINTING 
 
 

PART 1 - GENERAL 
 

1.1 RELATED DOCUMENTS 
 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

 
1.2 SUMMARY 

 
A. Section includes surface preparation and the application of paint systems on exterior 

substrates listed in part, 3.6 Exterior Painting Schedule. 
 

B. Related Requirements: 
 
1. Section 051200 "Structural Steel Framing" for shop priming of metal substrates with 

primers specified in this Section. 
2. Section 099123 "Interior Painting" for surface preparation and the application of paint 

systems on interior substrates. 
3. Section 099300 "Staining and Transparent Finishing" for surface preparation and the 

application of wood stains and transparent finishes on exterior wood substrates. 
   4. Section 099600 "High-Performance Coatings" for special-use coatings. 

 
1.3 DEFINITIONS 

 
A. Gloss Level 1:  Not more than 5 units at 60 degrees and 10 units at 85 degrees, according to 

ASTM D 523. 
 

B. Gloss Level 2: Not more than 10 units at 60 degrees and 35 units at 85 degrees, according to 
ASTM D 523 

 
C. Gloss Level 3:   10 to 25 units at 60 degrees and 10 to 35 units at 85 degrees, according to 

ASTM D 523. 
 

D. Gloss Level 4:  20 to 35 units at 60 degrees and not less than 35 units at 85 degrees, according 
to ASTM D 523. 

 
E. Gloss Level 5: 35 to 70 units at 60 degrees, according to ASTM D 523. 

 
F. Gloss Level 6: 70 to 85 units at 60 degrees, according to ASTM D 523. 

 
G. Gloss Level 7: More than 85 units at 60 degrees, according to ASTM D 523. 

 
H. EG: Ethylene Glycol. Ethylene glycol is listed as a hazardous air pollutant (HAP) by the U.S. 

EPA. 



http://www.pdca.org/
http://www.sspc.org/
https://de-production-media.s3.amazonaws.com/loft/3552/D-E_Product_Conformance_Table.2018.08.016__002_.pdf
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verify preliminary selections made under Sample submittals and to demonstrate aesthetic effects 
and set quality standards for materials and execution. 
 
1. Architect will  select one surface to represent surfaces and conditions for application of 

each paint system specified in Part 3. 
 
a. Vertical and Horizontal Surfaces:  Provide samples of at least 100 sq. ft. (9 sq. m). 
b. Other Items:  Architect will designate items or areas required. 

 
2. Final approval of color selections will  be based on mockups. 

 
a. If  preliminary color selections are not approved, apply additional mockups of 

additional colors selected by Architect at no added cost to Owner. 
 

3. Approval of mockups does not constitute approval of deviations from the Contract 
Documents contained in mockups unless Architect specifically approves such deviations 
in writing. 

4.  Subject to compliance with requirements, approved mockups may become part of the   
   completed Work if  undisturbed at time of Substantial Completion. 

  

1.7 DELIVERY, STORAGE, AND HANDLING 
 

A. Store materials not in use in tightly covered containers in well-ventilated areas with ambient 
temperatures continuously maintained at not less than 45 degrees F (7 degrees C) or more than 
120 degrees F (49 degrees C). 

 
1. Maintain containers in clean condition, free of foreign materials and residue. 
2. Remove rags and waste from storage areas daily. 

 
1.8 FIELD CONDITIONS 

 
A. Apply paints only when temperature of surfaces to be painted and ambient air temperatures are 

between 50 and 90 degrees F (10 and 32 degrees C). 
 

B. Do not apply paints in snow, rain, fog, or mist; when relative humidity exceeds 85 percent; or 
at temperatures less than 5 degrees F (3 degrees C) above the dew point; or to damp or wet 
surfaces. 

 
C. Painting contractor should follow proper painting practices and exercise judgment based on his 

or her experience and project specific conditions as to when to proceed. 
 
PART 2 - PRODUCTS 

 
2.1 MANUFACTURERS 

 
A. Basis-of-Design Product: Provide products listed from Dunn-Edwards Corporation 

 
2.2 PAINT, GENERAL 

 
A. Material Compatibility: 
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1. Provide materials for use within each paint system that are compatible with one another 

and substrates indicated, under conditions of service and application as demonstrated by 
manufacturer, based on testing and field experience. 

2. For each coat in a paint system, provide products recommended in writing by 
manufacturers of topcoat for use in paint system and on substrate indicated. 

 

B. VOC Content:  Provide materials that comply with VOC limits of authorities having 
jurisdiction. 

 
C. Colorants: The use of colorants containing hazardous chemicals, such as ethylene glycol, is 

prohibited. 
 
 
 

D. Colors: As selected by the Architect. 
 
1. Indicate a percentage of the surface area that will  be painted with deep tones. 

 
2.3 SOURCE QUALITY  CONTROL 

 

A. Testing of Paint Materials: Owner reserves the right to invoke the following procedure: 
 
1. Owner may engage the services of a qualified testing agency to sample paint materials. 

Contractor will  be notified in advance and may be present when samples are taken. If  
paint materials have already been delivered to Project site, samples may be taken at 
Project site. Samples will  be identified, sealed, and certified by testing agency. 

2. Testing agency will  perform tests for compliance with product requirements. 
3. Owner may direct Contractor to stop applying paints if  test results show materials being 

used do not comply with product requirements. Contractor shall remove noncomplying 
paint materials from Project site, pay for testing, and repaint surfaces painted with rejected 
materials. Contractor will  comply with requirements to use compatible products and 
systems as described in Paragraph 2.2.A. Contractor will  be required to remove rejected 
materials from previously painted surfaces if, on repainting with complying materials, 
the two paints are incompatible. 

 
PART 3 - EXECUTION 

 
3.1 EXAMINATION  

 
A. Examine substrates and conditions, with Applicator present, for compliance with requirements 

for maximum moisture content and other conditions affecting performance of the Work. 
 

B. Maximum Moisture Content of Substrates:  When measured with an electronic moisture meter 
as follows: 
 
1. Concrete:  12 percent. 
2. Masonry (Clay and CMU): 12 percent. 
3. Wood: 15 percent. 
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4. Portland Cement Plaster: 12 percent. 
5. Gypsum Board:  12 percent. 

 
C. Portland Cement Plaster Substrates:  Verify that plaster is fully  cured, including pH testing to 

determine that alkalinity is within limits established by the manufacturer. 
 

D. Exterior Gypsum Board Substrates: Verify that finishing compound is sanded smooth. 
 

E. Verify suitability of substrates, including surface conditions and compatibility with existing 
finishes and primers. 

 
F. Proceed with coating application only after unsatisfactory conditions have been corrected. 

 
1. Application of coating indicates acceptance of surfaces and conditions. 

 
3.2 PREPARATION 

 
A. Comply with manufacturer's written instructions.  

  

B. Remove hardware, covers, plates, and similar items already in place that are removable and are 
not to be painted. If  removal is impractical or impossible because of size or weight of item, 
provide surface-applied protection before surface preparation and painting. 
 
1. After completing painting operations, use workers skilled in the trades involved to 

reinstall items that were removed. Remove surface-applied protection. 
 

C. Clean substrates of substances that could impair bond of paints, including dust, dirt, oil, grease, 
and incompatible paints and encapsulants. 
 
1. Remove incompatible primers and re-prime substrate with compatible primers or apply tie 

coat as required to produce paint systems indicated. 
 

D. Concrete Substrates: Remove release agents, curing compounds, efflorescence, and chalk. Do 
not paint surfaces if  moisture content or alkalinity of surfaces to be painted exceeds that 
permitted in manufacturer's written instructions. 

 
E. Masonry Substrates: Remove efflorescence and chalk. Do not paint surfaces if  moisture 

content or alkalinity of surfaces or mortar joints exceeds that permitted in manufacturer's written 
instructions. 

 
F. Steel Substrates: Remove rust, loose mill  scale, and shop primer if  any. Clean using methods 

recommended in writing by paint manufacturer. 
 

G. Shop Primed Steel Substrates: Clean field welds, bolted connections, and abraded areas of shop 
paint, and paint exposed areas with the same material as used for shop priming to comply with 
SSPC-PA 1 for touching up shop primed surfaces. 

 
H. Galvanized Metal Substrates: Remove grease and oil residue from galvanized sheet metal 

fabricated from coil stock to produce clean, lightly etched surfaces that promote adhesion of 
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subsequently applied paints. 
 

I. Aluminum Substrates: Remove loose surface oxidation. 
 

J. Wood Substrates: 
 
1. Scrape and clean knots.  Before applying primer, apply coat of knot sealer recommended 

in writing by topcoat manufacturer for exterior use in paint system indicated. 
2. Sand surfaces that will  be exposed to view and dust off. 
3. Prime edges, ends, faces, undersides, and backsides of wood. 
4. After priming, fill  holes and imperfections in the finish surfaces with putty or plastic 

wood filler.  Sand smooth when dried. 
 

3.3 APPLICATION 
 

A. Apply paints according to manufacturer's written instructions. 
  
1. Use applicators and techniques suited for paint and substrate indicated. 
2. The number of coats scheduled is the minimum number of coats required. Additional 

coat(s) shall be applied at no additional cost to the Owner, to completely hide base 
material, provide uniform color, and to produce satisfactory finish results. 

3. Apply coatings without thinning except as specifically required by label directions or 
required by these specifications. In such cases, thinning shall be the minimum reduction 
permitted. 

4. Paint surfaces behind movable items same as similar exposed surfaces. Before final 
installation, paint surfaces behind permanently fixed items with prime coat only. 

5. Paint both sides and edges of exterior doors and entire exposed surface of exterior 
door frames. 

6. Paint entire exposed surface of window frames and sashes. 
7. Do not paint over labels of independent testing agencies or equipment name, 

identification, performance rating, or nomenclature plates. 
8. Priming may not be required on items delivered with prime or shop coats, unless 

otherwise specified. Touch up prime coats applied by others as required ensuring an 
even primed surface before applying finish coat. 
 

B. Tint each undercoat to a lighter shade of the finish coat (not to exceed 2 ounces of colorant) to 
facilitate identification of each coat if multiple coats of same material are to be applied. 

 
C. If  undercoats or other conditions show through topcoat, apply additional coats until cured film 

has a uniform paint finish, color, and appearance. 
 

D. Apply paints to produce surface films without cloudiness, spotting, holidays, laps, brush marks, 
roller tracking, runs, sags, ropiness, or other surface imperfections. Cut in sharp lines and color 
breaks. 

 
E. Block Fillers: Provide block fill  as scheduled to conform to the following: PDCA Standard P12-

05. 
 
1. Level 3 - Premium fill:  One or multiple coats of high performance block filler  
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manufactured to be applied at a high dry film build. Block filler  shall be back-rolled 
to eliminate voids and reduce the majority of the masonry profile depth. 

 
F. Painting Fire Suppression, Plumbing, HVAC, Electrical, Communication, and Electronic 

Safety and Security Work: 
 
1. Paint the following work where exposed to view: 

a. Equipment, including panelboards and switch gear. 
b. Uninsulated metal piping. 
c. Uninsulated plastic piping. 
d. Pipe hangers and supports. 
e. Metal conduit. 
f. Plastic conduit. 
g. Tanks that do not have factory-applied final finishes. 
h. Other items as directed by the Architect. 

 
3.4 FIELD QUALITY  CONTROL 

 
A. Dry Film Thickness Testing: Owner may engage the services of a qualified testing and inspecting 

agency to inspect and test paint for dry film thickness. 
 
1. Contractor shall touch up and restore painted surfaces damaged by testing. 
2. If  test results show that dry film thickness of applied paint does not comply with paint 

manufacturer's written recommendations, Contractor shall pay for testing and apply 
additional coats as needed to provide dry film thickness that complies with paint 
manufacturer's written recommendations. 
 

3.5 CLEANING AND PROTECTION 
 

A. At end of each workday, remove rubbish, empty cans, rags, and other discarded materials from 
Project site. 

 
B. After completing paint application, clean spattered surfaces. Remove spattered paints by washing, 

scraping, or other methods.  Do not scratch or damage adjacent finished surfaces. 
 

C. Protect work of other trades against damage from paint application. Correct damage to work of 
other trades by cleaning, repairing, replacing, and refinishing, as approved by Architect, and 
leave in an undamaged condition. 

 
D. At completion of construction activities of other trades, touch up and restore damaged or 

defaced painted surfaces. 
 
3.6 EXTERIOR PAINTING SCHEDULE 

 
A. Concrete Substrates, Non-Traffic Surfaces: 

 
1. Premium Latex System: 

 
a. Prime Coat:  Primer, alkali resistant, waterbased, interior/exterior, Dunn-Edwards, 
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Eff-Stop Select ESSL00. 
b. Intermediate Coat:  Latex, exterior, matching topcoat. 
c. Topcoat:  Latex, exterior, flat, Dunn-Edwards, Spartashield SSHL10 100% 

acrylic, (Gloss Level 1). 
Or 

d. Topcoat:  Latex, exterior, velvet, Dunn-Edwards, Spartashield SSHL20 100% 
acrylic, (Gloss Level 2). 
Or 

e. Topcoat:  Latex, exterior, eggshell, Dunn-Edwards, Spartashield SSHL30 100% 
acrylic, (Gloss Level 3). 
Or 

f. Topcoat:  Latex, exterior, low sheen, Dunn-Edwards, Spartashield SSHL40 100% 
acrylic (Gloss Level 4). 
Or 

g. Topcoat:  Latex, exterior, semi-gloss, Dunn-Edwards, Spartashield SSHL50 100% 
acrylic, (Gloss Level 5). 
Or 

h. Topcoat:  Latex, exterior, gloss, Dunn-Edwards, Spartashield SSHL60 100% 
acrylic, (Gloss Level 6). 
 

2. Ultra-Premium Latex System: 
 
a. Prime Coat:  Primer, alkali resistant, waterbased, interior/exterior, Dunn-

Edwards, Eff-Stop Premium ESPR00. 
b. Intermediate Coat:  Latex, exterior, matching topcoat. 
c. Topcoat:  Latex, exterior, flat, Dunn-Edwards, Evershield EVSH10 100% acrylic, 

(Gloss Level 1). 
Or 

d. Topcoat:  Latex, exterior, velvet, Dunn-Edwards, Evershield EVSH20 100% 
acrylic, (Gloss Level 2). 
Or 

e. Topcoat:  Latex, exterior, eggshell, Dunn-Edwards, Evershield EVSH30 100% 
acrylic, (Gloss Level 3). 
Or 

f. Topcoat:  Latex, exterior, low sheen, Dunn-Edwards, Evershield EVSH40 100% 
acrylic (Gloss Level 4). 
Or 

g. Topcoat:  Latex, exterior, semi-gloss, Dunn-Edwards, Evershield EVSH50 100% 
acrylic, (Gloss Level 5). 
Or 

h. Topcoat:  Latex, exterior, gloss, Dunn-Edwards, Evershield EVSH60 100% 
acrylic, (Gloss Level 6). 

 
B. Clay-Masonry, CMU (without block filler)  Substrates: 

 
1. Premium Latex System: 

 
a. Prime Coat:  Primer, alkali resistant, waterbased, interior/exterior Dunn-Edwards, 

Eff-Stop Select ESSL00. 

https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ESSL00/EN-ESSL00-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SSHL10/EN-SSHL10-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SSHL20/EN-SSHL20-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SSHL30/EN-SSHL30-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SSHL40/EN-SSHL40-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SSHL50/EN-SSHL50-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SSHL60/EN-SSHL60-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ESPR00/EN-ESPR00-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVSH10/EN-EVSH10-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVSH20/EN-EVSH20-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVSH30/EN-EVSH30-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVSH40/EN-EVSH40-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVSH50/EN-EVSH50-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVSH60/EN-EVSH60-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ESSL00/EN-ESSL00-PDS.PDF
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b. Intermediate Coat:  Latex, exterior, matching topcoat. 
c. Topcoat:  Latex, exterior, flat, Dunn-Edwards, Spartashield SSHL10 100% 

acrylic, (Gloss Level 1). 
Or 

d. Topcoat:  Latex, exterior, velvet, Dunn-Edwards, Spartashield SSHL20 100% 
acrylic, (Gloss Level 2). 
Or 

e. Topcoat:  Latex, exterior, eggshell, Dunn-Edwards, Spartashield SSHL30 100% 
acrylic, (Gloss Level 3). 
Or 

f. Topcoat:  Latex, exterior, low sheen, Dunn-Edwards, Spartashield SSHL40 100% 
acrylic (Gloss Level 4). 
Or 

g. Topcoat:  Latex, exterior, semi-gloss, Dunn-Edwards, Spartashield SSHL50 100% 
acrylic, (Gloss Level 5). 
Or 

h. Topcoat: Latex, exterior, gloss, Dunn-Edwards, Spartashield SSHL60 100% 
acrylic, (Gloss Level 6). 
 

2. Ultra-Premium Latex System: 
 
a. Prime Coat:  Primer, alkali resistant, waterbased, interior/exterior, Dunn-

Edwards, Eff-Stop Premium ESPR00. 
b. Intermediate Coat:  Latex, exterior, matching topcoat. 
c. Topcoat:  Latex, exterior, flat, Dunn-Edwards, Evershield EVSH10 100% acrylic, 

(Gloss Level 1). 
Or 

d. Topcoat:  Latex, exterior, velvet, Dunn-Edwards, Evershield EVSH20 100% 
acrylic, (Gloss Level 2). 
Or 

e. Topcoat:  Latex, exterior, eggshell, Dunn-Edwards, Evershield EVSH30 100% 
acrylic, (Gloss Level 3). 
Or 

f. Topcoat:  Latex, exterior, low sheen, Dunn-Edwards, Evershield EVSH40 100% 
acrylic (Gloss Level 4). 
Or 

g. Topcoat:  Latex, exterior, semi-gloss, Dunn-Edwards, Evershield EVSH50 100% 
acrylic, (Gloss Level 5). 
Or 

h. Topcoat:  Latex, exterior, gloss, Dunn-Edwards, Evershield EVSH60 100% 
acrylic, (Gloss Level 6). 

 
C. CMU Substrates: 

 
1. Premium Latex System: 

 
a. Prime   Coat:  Block filler, latex,  interior/exterior,  Dunn-Edwards,  Smooth 

BLOCFIL Select SBSL00. 
b. Intermediate Coat:  Latex, exterior, matching topcoat. 

https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SSHL10/EN-SSHL10-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SSHL20/EN-SSHL20-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SSHL30/EN-SSHL30-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SSHL40/EN-SSHL40-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SSHL50/EN-SSHL50-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SSHL60/EN-SSHL60-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ESPR00/EN-ESPR00-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVSH10/EN-EVSH10-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVSH20/EN-EVSH20-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVSH30/EN-EVSH30-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVSH40/EN-EVSH40-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVSH50/EN-EVSH50-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVSH60/EN-EVSH60-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SBSL00/EN-SBSL00-1-PDS.pdf
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c. Topcoat:  Latex, exterior flat, Dunn-Edwards, Spartashield SSHL10 100% acrylic, 
(Gloss Level 1). 
Or 

d. Topcoat:  Latex, exterior, velvet, Dunn-Edwards, Spartashield SSHL20 100% 
acrylic, (Gloss Level 2). 
Or 

e. Topcoat:  Latex, exterior, eggshell, Dunn-Edwards, Spartashield SSHL30 100% 
acrylic, (Gloss Level 3). 
Or 

f. Topcoat:  Latex, exterior, low sheen, Dunn-Edwards, Spartashield SSHL40 100% 
acrylic (Gloss Level 4). 
Or 

g. Topcoat:  Latex, exterior, semi-gloss, Dunn-Edwards, Spartashield SSHL50 100% 
acrylic, (Gloss Level 5). 
Or 

h. Topcoat:  Latex, exterior, gloss, Dunn-Edwards, Spartashield SSHL60 100% 
acrylic, (Gloss Level 6). 
 

2. Ultra-Premium Latex System: 
 
a. Prime   Coat:  Block   filler, latex, interior/exterior, Dunn-Edwards, Smooth 

BLOCFIL Premium SBPR00. 
b. Intermediate Coat:  Latex, exterior, matching topcoat. 
c. Topcoat:  Latex, exterior, flat, Dunn-Edwards, Evershield EVSH10 100% acrylic, 

(Gloss Level 1). 
Or 

d. Topcoat:  Latex, exterior, velvet, Dunn-Edwards, Evershield EVSH20 100% 
acrylic, (Gloss Level 2). 
Or 

e. Topcoat:  Latex, exterior, eggshell, Dunn-Edwards, Evershield EVSH30 100% 
acrylic, (Gloss Level 3). 
Or 

f. Topcoat:  Latex, exterior, low sheen, Dunn-Edwards, Evershield EVSH40 100% 
acrylic (Gloss Level 4). 
Or 

g. Topcoat:  Latex, exterior, semi-gloss, Dunn-Edwards, Evershield EVSH50 100% 
acrylic, (Gloss Level 5). 
Or 

h. Topcoat:  Latex, exterior, gloss, Dunn-Edwards, Evershield EVSH60 100% 
acrylic, (Gloss Level 6). 

 
D. Steel Substrates: 

 
1. Premium Latex over a Waterborne Alkyd Primer System: 

 
a. Prime Coat:  Primer, rust inhibitive, waterborne alkyd, interior/exterior, Dunn-

Edwards, Bloc-Rust Premium BRPR00 Series or Enduraprime Rust Preventative 
Primer ENPR00. 

b. Intermediate Coat:  Latex, exterior, matching topcoat. 

https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SSHL10/EN-SSHL10-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SSHL20/EN-SSHL20-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SSHL30/EN-SSHL30-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SSHL40/EN-SSHL40-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SSHL50/EN-SSHL50-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SSHL60/EN-SSHL60-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SBPR00/EN-SBPR00-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVSH10/EN-EVSH10-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVSH20/EN-EVSH20-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVSH30/EN-EVSH30-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVSH40/EN-EVSH40-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVSH50/EN-EVSH50-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVSH60/EN-EVSH60-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/BRPR00-2-RO/EN-BRPR00-RO-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ENPR00/EN-ENPR-PDS.PDF
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c. Topcoat:  Latex, exterior, flat, Dunn-Edwards, Spartashield SSHL10 100% 
acrylic, (Gloss Level 1). 
Or 

d. Topcoat:  Latex, exterior, velvet, Dunn-Edwards, Spartashield SSHL20 100% 
acrylic, (Gloss Level 2). 
Or 

e. Topcoat:  Latex, exterior, eggshell, Dunn-Edwards, Spartashield SSHL30 100% 
acrylic, (Gloss Level 3). 
Or 

f. Topcoat:  Latex, exterior, low sheen, Dunn-Edwards, Spartashield SSHL40 100% 
acrylic (Gloss Level 4). 
Or 

g. Topcoat:  Latex, exterior, semi-gloss, Dunn-Edwards, Spartashield SSHL50 100% 
acrylic, (Gloss Level 5). 
Or 

h. Topcoat:  Latex, exterior, gloss, Dunn-Edwards, Spartashield SSHL60 100% 
acrylic, (Gloss Level 6). 
 

2. Ultra-Premium Latex over a Waterborne Alkyd Primer System: 
 
a. Prime Coat:  Primer, rust inhibitive, waterborne alkyd, interior/exterior, Dunn-

Edwards, Bloc-Rust Premium BRPR00 Series or Enduraprime Rust Preventative 
Primer ENPR00. 

b. Intermediate Coat:  Latex, exterior, matching topcoat. 
c. Topcoat:  Latex, exterior, flat, Dunn-Edwards, Evershield EVSH10 100% acrylic, 

(Gloss Level 1). 
Or 

d. Topcoat:  Latex, exterior, velvet, Dunn-Edwards, Evershield EVSH20 100% 
acrylic, (Gloss Level 2). 
Or 

e. Topcoat:  Latex, exterior, eggshell, Dunn-Edwards, Evershield EVSH30 100% 
acrylic, (Gloss Level 3). 
Or 

f. Topcoat:  Latex, exterior, low sheen, Dunn-Edwards, Evershield EVSH40 100% 
acrylic (Gloss Level 4). 
Or 

g. Topcoat:  Latex, exterior, semi-gloss, Dunn-Edwards, Evershield EVSH50 100% 
acrylic, (Gloss Level 5). 
Or 

h. Topcoat:  Latex, exterior, gloss, Dunn-Edwards, Evershield EVSH60 100% 
acrylic, (Gloss Level 6). 

 
3. Waterborne Urethane Alkyd Enamel System: 

 
a. Prime Coat:   Primer, rust inhibitive, waterborne alkyd, interior/exterior, Dunn-

Edwards, Bloc-Rust Premium BRPR00 Series or Enduraprime Rust Preventative 
Primer ENPR00. 

b. Intermediate Coat:  Waterborne urethane alkyd, interior/exterior matching topcoat. 
c. Topcoat:  Waterborne urethane alkyd, interior/exterior, eggshell, Dunn-Edwards, 

https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SSHL10/EN-SSHL10-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SSHL20/EN-SSHL20-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SSHL30/EN-SSHL30-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SSHL40/EN-SSHL40-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SSHL50/EN-SSHL50-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SSHL60/EN-SSHL60-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/BRPR00-2-RO/EN-BRPR00-RO-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ENPR00/EN-ENPR-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVSH10/EN-EVSH10-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVSH20/EN-EVSH20-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVSH30/EN-EVSH30-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVSH40/EN-EVSH40-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVSH50/EN-EVSH50-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVSH60/EN-EVSH60-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/BRPR00-2-RO/EN-BRPR00-RO-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ENPR00/EN-ENPR-PDS.PDF
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Aristoshield ASHL30, (Gloss Level 3). 
Or 

d. Topcoat:  Waterborne urethane alkyd, interior/exterior, semi-gloss, Dunn-
Edwards, Aristoshield ASHL50, (Gloss Level 5) 

 Or 
e. Topcoat:  Waterborne urethane alkyd, interior/exterior, high gloss, Dunn-

Edwards, Aristoshield ASHL70, (Gloss Level 7). 
 

E. Galvanized Metal Substrates: 
 
1. Premium Latex System: 

a. Prime Coat:  Primer, waterbased, interior/exterior, Dunn-Edwards, Ultrashield 
Galvanized Metal Primer ULGM00.  

b. Intermediate Coat:  Latex, exterior, matching topcoat. 
c. Topcoat:  Latex, exterior, flat, Dunn-Edwards, Spartashield SSHL10 100% 

acrylic, (Gloss Level 1). 
Or 

d. Topcoat:  Latex, exterior velvet, Dunn-Edwards, Spartashield SSHL20 100% 
acrylic, (Gloss Level 2). 
Or 

e. Topcoat:  Latex, exterior eggshell, Dunn-Edwards, Spartashield SSHL30 100% 
acrylic, (Gloss Level 3). 
Or 

f. Topcoat:  Latex, exterior, low sheen, Dunn-Edwards, Spartashield SSHL40 100% 
acrylic (Gloss Level 4). 
Or 

g. Topcoat:  Latex, exterior, semi-gloss, Dunn-Edwards, Spartashield SSHL50 100% 
acrylic, (Gloss Level 5). 
Or 

h. Topcoat:  Latex, exterior, gloss, Dunn-Edwards, Spartashield SSHL60 100% 
acrylic, (Gloss Level 6). 
 

 2. Ultra-Premium Latex System: 
 

a. Prime Coat:  Primer, waterbased, interior/exterior, Dunn-Edwards, Ultrashield 
Galvanized Metal Primer ULGM00. 

b. Intermediate Coat:  Latex, exterior, matching topcoat. 
c. Topcoat:  Latex, exterior, flat, Dunn-Edwards, Evershield EVSH10 100% acrylic, 

(Gloss Level 1). 
Or 

d. Topcoat:  Latex, exterior, velvet, Dunn-Edwards, Evershield EVSH20 100% 
acrylic, (Gloss Level 2). 
Or 

e. Topcoat:  Latex, exterior, eggshell, Dunn-Edwards, Evershield EVSH30 100% 
acrylic, (Gloss Level 3). 
Or 

f. Topcoat:  Latex, exterior, low sheen, Dunn-Edwards, Evershield EVSH40 100% 
acrylic (Gloss Level 4). 
Or 

https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ASHL30/EN-ASHL30-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/AQUA50/EN-AQUA50-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ASHL70/EN-ASHL70-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ULGM00/EN-ULGM00-WH-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SSHL10/EN-SSHL10-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SSHL20/EN-SSHL20-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SSHL30/EN-SSHL30-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SSHL40/EN-SSHL40-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SSHL50/EN-SSHL50-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SSHL60/EN-SSHL60-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ULGM00/EN-ULGM00-WH-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVSH10/EN-EVSH10-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVSH20/EN-EVSH20-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVSH30/EN-EVSH30-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVSH40/EN-EVSH40-PDS.PDF
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g. Topcoat:  Latex, exterior, semi-gloss, Dunn-Edwards, Evershield EVSH50 100% 
acrylic, (Gloss Level 5). 
Or 

h. Topcoat:  Latex, exterior, gloss, Dunn-Edwards, Evershield EVSH60 100% 
acrylic, (Gloss Level 6). 

 
 3. Waterborne Urethane Alkyd Enamel over a Latex Primer System: 
 

a. Prime Coat:  Primer, waterbased, interior/exterior, Dunn-Edwards Ultrashield 
Galvanized Metal Primer ULGM00. 

b. Intermediate Coat:  Waterborne urethane alkyd, interior/exterior, matching topcoat. 
c. Topcoat:  Waterborne urethane alkyd, interior/exterior, eggshell, Dunn-Edwards 

Aristoshield ASHL30, (Gloss Level 3). 
Or 

d. Topcoat:  Waterborne urethane alkyd, interior/exterior, semi-gloss, Dunn-
Edwards Aristoshield ASHL50, (Gloss Level 5) 

 Or 
e. Topcoat:  Waterborne urethane alkyd, interior/exterior, high gloss, Dunn-

Edwards Aristoshield ASHL70, (Gloss Level 7). 
 

F. Aluminum Substrates: 
 
1. Premium Latex System: 

 
a. Prime Coat:  Primer, waterbased, interior/exterior, Dunn-Edwards, Ultrashield 

Galvanized Metal Primer ULGM00. 
b. Intermediate Coat:  Latex, exterior, matching topcoat. 
c. Topcoat:  Latex, exterior, flat, Dunn-Edwards, Spartashield SSHL10 100% 

acrylic, (Gloss Level 1). 
Or 

d. Topcoat:  Latex, exterior, velvet, Dunn-Edwards, Spartashield SSHL20 100% 
acrylic, (Gloss Level 2). 
Or 

e. Topcoat:  Latex, exterior, eggshell, Dunn-Edwards, Spartashield SSHL30 100% 
acrylic, (Gloss Level 3). 
Or 

f. Topcoat:  Latex, exterior, low sheen, Dunn-Edwards, Spartashield SSHL40 100% 
acrylic (Gloss Level 4). 
Or 

g. Topcoat:  Latex, exterior, semi-gloss, Dunn-Edwards, Spartashield SSHL50 100% 
acrylic, (Gloss Level 5). 
Or 

h. Topcoat:  Latex, exterior, gloss, Dunn-Edwards, Spartashield SSHL60 100% 
acrylic, (Gloss Level 6). 
 

 2. Ultra-Premium Latex System: 
 

a. Prime Coat:  Primer, waterbased, interior/exterior, Dunn-Edwards, Ultrashield 

https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVSH50/EN-EVSH50-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVSH60/EN-EVSH60-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ULGM00/EN-ULGM00-WH-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ASHL30/EN-ASHL30-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/AQUA50/EN-AQUA50-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ASHL70/EN-ASHL70-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ULGM00/EN-ULGM00-WH-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SSHL10/EN-SSHL10-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SSHL20/EN-SSHL20-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SSHL30/EN-SSHL30-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SSHL40/EN-SSHL40-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SSHL50/EN-SSHL50-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/SSHL60/EN-SSHL60-PDS.PDF


EXTERIOR PAINTING 099113 - 14 

DUNN-EDWARDS EXTERIOR MASTER SPECIFICATIONS 
Bid No. 21-22.30; SP-4209 Painting and Carpet Replacement at Various Fire Stations 

 

 
 
 

Galvanized Metal Primer ULGM00. 
b. Intermediate Coat:  Latex, exterior, matching topcoat. 
c. Topcoat:  Latex, exterior, flat, Dunn-Edwards, Evershield EVSH10 100% acrylic, 

(Gloss Level 1). 
Or 

d. Topcoat:  Latex, exterior, velvet, Dunn-Edwards, Evershield EVSH20 100% 
acrylic, (Gloss Level 2). 
Or 

e. Topcoat:  Latex, exterior, eggshell, Dunn-Edwards, Evershield EVSH30 100% 
acrylic, (Gloss Level 3). 
Or 

f. Topcoat:  Latex, exterior, low sheen, Dunn-Edwards, Evershield EVSH40 100% 
acrylic (Gloss Level 4). 
Or 

g. Topcoat:  Latex, exterior, semi-gloss, Dunn-Edwards, Evershield EVSH50 100% 
acrylic, (Gloss Level 5). 
Or 

h. Topcoat:  Latex, exterior, gloss, Dunn-Edwards, Evershield EVSH60 100% 
acrylic, (Gloss Level 6). 

 
 3. Waterborne Urethane Alkyd Enamel over a Latex Primer System: 
 

a. Prime Coat:  Primer, waterbased, interior/exterior, Dunn-Edwards, Ultrashield 
Galvanized Metal Primer ULGM00. 

b. Intermediate Coat:  Waterborne urethane alkyd, interior/exterior, matching topcoat. 
c. Topcoat:  Waterborne urethane alkyd, interior/exterior, eggshell, Dunn-Edwards, 

Aristoshield ASHL30, (Gloss Level 3). 
Or 

d. Topcoat:  Waterborne urethane alkyd, interior/exterior, semi-gloss, Dunn-
Edwards, Aristoshield ASHL50, (Gloss Level 5) 

 Or 
e. Topcoat:  Waterborne urethane alkyd, interior/exterior, high gloss, Dunn-

Edwards, Aristoshield ASHL70, (Gloss Level 7). 
 

G. Wood Substrates:  
 
1. Premium Latex System: 

 
a. Prime Coat:  Primer, waterbased, exterior, Dunn-Edwards, EZ-Prime Premium 

EZPR00. 
b. Intermediate Coat:  Latex, exterior, matching topcoat. 
c. Topcoat:  Latex, exterior, flat, Dunn-Edwards, Spartashield SSHL10 100% 

acrylic, (Gloss Level 1). 
Or 

d. Topcoat:  Latex, exterior, velvet, Dunn-Edwards, Spartashield SSHL20 100% 
acrylic, (Gloss Level 2). 
Or 

e. Topcoat:  Latex, exterior, eggshell, Dunn-Edwards, Spartashield SSHL30 100% 
acrylic, (Gloss Level 3). 

https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/ULGM00/EN-ULGM00-WH-PDS.pdf
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVSH10/EN-EVSH10-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVSH20/EN-EVSH20-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVSH30/EN-EVSH30-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVSH40/EN-EVSH40-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVSH50/EN-EVSH50-PDS.PDF
https://de-production-media.s3.amazonaws.com/uploads/product_information_sheets/EVSH60/EN-EVSH60-PDS.PDF
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Or 
f. Topcoat:  Latex, exterior, low sheen, Dunn-Edwards, Spartashield SSHL40 100% 

acrylic (Gloss Level 4). 
Or 

g. Topcoat:  Latex, exterior, semi-gloss, Dunn-Edwards, Spartashield SSHL50 100% 
acrylic, (Gloss Level 5). 
Or 

h. Topcoat:  Latex, exterior, gloss, Dunn-Edwards, Spartashield SSHL60 100% 
acrylic, (Gloss Level 6). 
 

2. Ultra-Premium Latex System: 
 
a. Prime Coat:  Primer, waterbased, exterior, Dunn-Edwards, EZ-Prime Premium 

EZPR00. 
b. Intermediate Coat:  Latex, exterior, matching topcoat. 
c. Topcoat:  Latex, exterior, flat, Dunn-Edwards, Evershield EVSH10 100% acrylic, 

(Gloss Level 1). 
Or 

d. Topcoat:  Latex, exterior, velvet, Dunn-Edwards, Evershield EVSH20 100% 
acrylic, (Gloss Level 2).      

 Or 
e. Topcoat:  Latex, exterior, eggshell, Dunn-Edwards, Evershield EVSH30 100% 

acrylic, (Gloss Level 3). 
Or 

f. Topcoat:  Latex, exterior, low sheen, Dunn-Edwards, Evershield EVSH40 100% 
acrylic (Gloss Level 4). 
Or 

g. Topcoat:  Latex, exterior, semi-gloss, Dunn-Edwards, Evershield EVSH50 100% 
acrylic, (Gloss Level 5). 
Or 

h. Topcoat:  Latex, exterior, gloss, Dunn-Edwards, Evershield EVSH60 100% 
acrylic, (Gloss Level 6). 

 
H. Portland Cement Plaster (Stucco) Substrates: 

 
1. Premium Latex over Alkali Resistant Primer System: 

 
a. Prime Coat:  Primer, alkali resistant, waterbased, interior/exterior, Dunn-Edwards, 

Eff-Stop Select ESSL00. 
b. Intermediate Coat:  Latex, exterior, matching topcoat. 
c. Topcoat:   Latex, exterior, flat, Dunn-Edwards, Spartashield SSHL10 100% 

acrylic, (Gloss Level 1). 
Or 

d. Topcoat:   Latex, exterior, velvet, Dunn-Edwards, Spartashield SSHL20 100% 
acrylic, (Gloss Level 2). 
Or 

e. Topcoat:   Latex, exterior, eggshell, Dunn-Edwards, Spartashield SSHL30 100% 
acrylic, (Gloss Level 3). 
Or 
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f. Topcoat:  Latex, exterior, low sheen, Dunn-Edwards, Spartashield SSHL40 100% 
acrylic (Gloss Level 4). 
Or 

g. Topcoat:  Latex, exterior, semi-gloss, Dunn-Edwards, Spartashield SSHL50 
100% acrylic, (Gloss Level 5). 
Or 

h. Topcoat:   Latex, exterior, gloss, Dunn-Edwards, Spartashield, SSHL60 100% 
acrylic, (Gloss Level 6). 
 

2. Ultra-Premium Latex System: 
 
a. Prime Coat:  Primer, alkali resistant, waterbased, interior/exterior, Dunn-Edwards, 

Eff-Stop Premium ESPR00. 
b. Intermediate Coat:  Latex, exterior, matching topcoat. 
c. Topcoat:  Latex, exterior, flat, Dunn-Edwards, Evershield EVSH10 100% acrylic, 

(Gloss Level 1). 
Or 

d. Topcoat:  Latex, exterior, velvet, Dunn-Edwards, Evershield EVSH20 100% 
acrylic, (Gloss Level 2). 
Or 

e. Topcoat:  Latex, exterior, eggshell, Dunn-Edwards, Evershield EVSH30 100% 
acrylic, (Gloss Level 3). 
Or 

f. Topcoat:  Latex, exterior, low sheen, Dunn-Edwards, Evershield EVSH40 100% 
acrylic (Gloss Level 4).  
Or 

g. Topcoat:  Latex, exterior, semi-gloss, Dunn-Edwards, Evershield EVSH50 100% 
acrylic, (Gloss Level 5). 
Or 

h. Topcoat:  Latex, exterior, gloss, Dunn-Edwards, Evershield EVSH60 100% 
acrylic, (Gloss Level 6). 

 
I. Exterior Gypsum Board Substrates: 

 
1. Premium Latex System: 

 
a. Prime Coat:  Primer, waterbased, interior/exterior, Dunn-Edwards, Ultra-Grip 

Select UGSL00. 
b. Intermediate Coat:  Latex, exterior, matching topcoat. 
c. Topcoat:   Latex, exterior, flat, Dunn-Edwards, Spartashield SSHL10 100% 

acrylic, (Gloss Level 1). 
Or 

d. Topcoat:   Latex, exterior, velvet, Dunn-Edwards, Spartashield SSHL20 100% 
acrylic, (Gloss Level 2). 
Or 

e. Topcoat:   Latex, exterior, eggshell, Dunn-Edwards, Spartashield SSHL30 100% 
acrylic, (Gloss Level 3). 
Or 

f. Topcoat:  Latex, exterior, low sheen, Dunn-Edwards, Spartashield SSHL40 100% 
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acrylic (Gloss Level 4). 
Or 

g. Topcoat:  Latex, exterior, semi-gloss, Dunn-Edwards, Spartashield SSHL50 
100% acrylic, (Gloss Level 5). 
Or 

h. Topcoat:   Latex, exterior, gloss, Dunn-Edwards, Spartashield SSHL60 100% 
acrylic, (Gloss Level 6). 
 

2. Ultra-Premium Latex System: 
 
a. Prime Coat:  Primer, waterbased, interior/exterior, Dunn-Edwards, Ultra-Grip 

Premium UGPR00. 
b. Intermediate Coat:  Latex, exterior, matching topcoat. 
c. Topcoat:  Latex, exterior, flat, Dunn-Edwards, Evershield EVSH10 100% acrylic, 

(Gloss Level 1). 
Or 

d. Topcoat:  Latex, exterior, velvet, Dunn-Edwards, Evershield EVSH20 100% 
acrylic, (Gloss Level 2). 
Or 

e. Topcoat:  Latex, exterior, eggshell, Dunn-Edwards, Evershield EVSH30 100% 
acrylic, (Gloss Level 3). 
Or 

f. Topcoat:  Latex, exterior, low sheen, Dunn-Edwards, Evershield EVSH40 100% 
acrylic (Gloss Level 4). 
Or 

g. Topcoat:  Latex, exterior, semi-gloss, Dunn-Edwards, Evershield EVSH50 100% 
acrylic, (Gloss Level 5). 
Or 
 

h. Topcoat:  Latex, exterior, gloss, Dunn-Edwards, Evershield EVSH60 100% 
acrylic, (Gloss Level 6). 

 
 

END OF SECTION 099113 














































































