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Addendum No.1

Date: June 28, 2022
To: All Bidders

Subject: Bid No. 21-22.41
Replacement of Emergency Generator and Automatic Transfer Switch for Water
Division Headquarters
1. The following revision is made to the above reference bid document:

Plan Sheet E-3 Construction Note 26 will be removed from the Project scope:

“26. Run 2” with pull wire for connection to fire alarm panel to monitor voltage. Verify
required wire/cable with manufacturer and fire alarm panel for contactor.”

2. Additional notes for clarification:

The existing conduit/ wire from the emergency generator to the ATS is to remain. New
conduit/ wire shall be provided to intercept existing wires and extend to both emergency
generator and ATS locations as needed.

3. Please see below for the City of Orange Water Division responses to pre-bid RFI’s
regarding this project.

o Sheet E-4: Kohler is an acceptable generator manufacturer in addition to the three
manufacturers listed on this sheet.

o Specification 26.32.13: Kohler is an acceptable ATS manufacturer.

e Sheet E-4: The required generator sound level is 75 dBA at 23°.

o Contractor is responsible to verify requirements with SCAQMD prior to submitting to the
City. Engines less than 175 BHP do not need a DPF. Additional requirements do not
apply to new replacement generators used for the same purpose and installed at the same
physical location of the engine being replaced.

e Specification 26.32.13 2.1.C.2 & 2.1.C.4: As specified on sheet E-4 the generator shall be
120/240V single phase 3 wire.
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e Specification 26.32.13 2.1.C.9: The generator shall be rated at 200°/110 degrees.

e Specification 26.32.13 2.4.F & 2.9: Oil heater is not required.

e Specification 26.32.13 3.2.1: Flushing is required per spec.

e Specification 26.32.13: Bypass isolation ATS is not required.

e Contractor is responsible to verify requirements with SCAQMD prior to submitting to the
City. The existing emergency wire size and main breaker will remain as-is.

e Bluestar will not be accepted as a generator manufacturer.

As a result, the bids due date shall be extended to Thursday, July 14, 2022 at 2:00 PM. Bidder
shall signify the receipt of this addendum with signature on page P-4 of the project’s bid
proposal.

g
Ryan Visperas P.E.
Project Manager

Water Division

Cc: Jose Diaz, Water Manager
Son Tran, Assistant Water Manager
Water Engineering



